
C

A B
R

C

E

B

D

J
K

A

P

2

2

1

1

3

3

½" NPT Upstream Drain (Optional)
½" NPT Downstream Drain (Optional)
2" NPT (Drain Optional)

B
K

J
2 1

C

ED

A

P

Typical 2½ – 3"/65 – 80 mm Sizes     Typical 4 – 8"/100 – 200 mm Sizes

1	 �½"/12.7 mm NPT upstream drain 
(optional)

2	 �½"/12.7 mm NPT downstream drain 
(optional)

3	 2"/50.8 mm NPT drain (optional)

Typical 10 – 12"/250 – 300 mm Sizes

1	 �½"/12.7 mm NPT upstream drain 
(optional)

2	 �½"/12.7 mm NPT downstream drain 
(optional)

FireLock® Check Valve
Series 717 
SERIES 717H High Pressure 
Small Diameter

For Complete Information 
Request Publication 10.08

•	� Can be installed in  
both horizontal or  
vertical positions

•	� Series 717 sizes from 
2½ – 3"/65 – 80 mm  
are UL/ULC Listed

•	 See charts below for 		
   Approved and Listed  
   service pressures

•	� Series 717 sizes from 
2½ – 12"/65 – 300 mm

•	� Series 717H sizes from 
2 – 3"/50 – 80 mm

VNIIPO

LOSS 
P

R
E

V
E

N
T

I O N  C E RT I F I C
AT

I O
N

 B
O

ARD

LPCB

LOSS 
P

R
E

V
E

N
T

I O N  C E RT I F I C
AT

I O
N

 B
O

ARD

LPCB

Size SERIES 717 – Dimensions – Inches/millimeters
Approx.
Wgt. Ea.

Nominal
Size

Inches
mm

Actual
Outside 

Diameter
Inches

mm

E to E

A B C D E J K P R

Lbs.

kg

2 1/2 2.875 3.88 4.26 3.57 — — — — — — 3.6
65 73.0 99 108 91 1.6

76.1 mm 3.000 3.88 4.26 3.57 — — — — — — 3.6
76.1 99 108 91 1.6

3 3.500 4.25 5.06 4.17 — — — — — — 4.5
80 88.9 108 129 106 2.0

4 4.500 9.63 6.00 3.88 2.75 3.50 2.00 4.50 3.50 3.35 20.0
100 114.3 245 152 99 70 89 51 114 89 85 9.1

5 5.563 10.50 6.80 4.50 — 4.17 2.15 5.88 4.08 3.98 27.0
125 141.3 267 173 114 106 55 149 104 101 12.3

139.7 mm 5.500 10.50 6.80 4.50 — 4.17 2.15 5.88 4.08 3.98 27.0
139.7 267 173 114 106 55 149 104 101 12.3

6 6.625 11.50 8.00 5.00 — 4.50 2.38 6.67 4.73 3.89 38.0
150 168.3 292 203 127 114 61 169 120 99 17.2

165.1 mm 6.500 11.50 8.00 5.00 — 4.50 2.38 6.67 4.73 3.89 38.0
165.1 292 203 127 114 61 169 120 99 17.2

8 8.625 14.00 9.88 6.06 5.05 5.65 2.15 8.85 5.65 5.75 64.0
200 219.1 356 251 154 128 144 55 225 144 146 29.0

10 10.750 17.00 12.00 7.09 5.96 6.69 2.15 10.92 6.73 — 100.0
250 273.0 432 305 180 151 170 55 277 171 45.4

12 12.750 19.50 14.00 8.06 6.91 7.64 2.51 12.81 7.73 — 140.0
300 323.9 495 356 205 176 194 64 925 196 63.5
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Series 717
TYPICAL 4 − 12"/100 − 300 mm

Series 717H High Pressure Check Valve
TYPICAL 2 – 3"/50 – 80 mm

Size SERIES 717H – Dimensions – Inches/millimeters
Approx.
Wgt. Ea.

Nominal
Size

Inches
mm A B C D E J K P R

Lbs.
kg

2 8.66 6.46 3.23 1.48 3.02 2.80 — — 4.25 10.7
60.3 219.8 164.1 82.1 37.5 76.7 71.0 108.0 4.9

2 1/2 9.37 6.94 3.31 1.66 3.40 3.38 — — 4.38 13.8
73 238.0 176.3 84.1 42.2 86.4 85.9 111.3 6.3

76.1 mm 9.37 6.94 3.31 1.66 3.40 3.38 — — 4.38 13.8
238.0 176.3 84.1 42.2 86.4 85.9 111.3 6.3

3 9.62 7.44 3.53 1.91 3.65 3.38 — — 4.63 20.0
88.9 244.3 189.0 89.7 48.5 92.7 85.9 117.6 9.1

 

TYPICAL 2"/60.3 mm − 3"/88.9 mm

DIMENSIONS – Series 717H

"D"

BA

C

E

R J

DIMENSIONS – Series 717
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Approval/Listing Service Pressures

Size Series 717H
inches / mm cULus FM LPCB VdS

2
up to 365 psi/2517 kPa up to 365 psi/2517 kPa up to 365 psi/2517 kPa up to 365 psi/2517 kPa

50
2 1/2

up to 365 psi/2517 kPa up to 365 psi/2517 kPa up to 365 psi/2517 kPa up to 365 psi/2517 kPa
65

76.1 mm up to 365 psi/2517 kPa up to 365 psi/2517 kPa up to 365 psi/2517 kPa up to 365 psi/2517 kPa

3
up to 365 psi/2517 kPa up to 365 psi/2517 kPa up to 365 psi/2517 kPa up to 365 psi/2517 kPa

80
4

n/a n /a n /a n /a
100

5
n/a n /a n /a n /a

125

139.7 mm n/a n /a n /a n /a

6
n /a n /a n /a n /a

150

165.1 mm n/a n /a n /a n /a

8
n /a n /a n /a n /a

200
10

n/a n /a n /a n /a
250
12

n/a n /a n /a n /a
300

Approval/Listing Service Pressures

Approval/Listing Service Pressures

Size Series 717
inches / mm cULus FM LPCB VdS

2
n/a n /a n/a n /a

50
2 1/2

up to 250 psi/1725 kPa n/a up to 365 psi/2517 kPa n/a
65

76.1 mm up to 250 psi /1725 kPa n/a up to 365 psi/2517 kPa up to 16bar/232 psi

3
up to 250 psi /1725 kPa n/a up to 365 psi/2517 kPa up to 16bar/232 psi

80
4

up to 365 psi /2517 kPa up to 365 psi /2517 kPa up to 365 psi/2517 kPa up to 16bar/232 psi
100

5
up to 365 psi/2517 kPa up to 365 psi /2517 kPa up to 365 psi/2517 kPa n/a

125

139.7 mm up to 365 psi/2517 kPa up to 365 psi /2517 kPa up to 365 psi/2517 kPa up to 16bar/232 psi

6
up to 365 psi /2517 kPa up to 365 psi /2517 kPa up to 365 psi/2517 kPa up to 16bar/232 psi

150

165.1 up to 365 psi/2517 kPa up to 365 psi /2517 kPa up to 365 psi/2517 kPa n/a

8
up to 365 psi /2517 kPa up to 365 psi /2517 kPa up to 348 psi/2400 kPa up to 16bar/232 psi

200
10

up to 250 psi /1725 kPa up to 250 psi/1725 kPa up to 1725 kPa/250 psi n/a
250
12

up to 250 psi /1725 kPa up to 250 psi/1725 kPa up to 1725 kPa/250 psi n/a
300

 

FireLock® Check Valve
Series 717 
SERIES 717H High Pressure 
Small Diameter

For Complete Information 
Request Publication 10.08

•	� Can be installed in  
both horizontal or  
vertical positions

•	� Series 717 sizes from 
2½ – 3"/65 – 80 mm  
are UL/ULC Listed

•	 See charts below for 		
   Approved and Listed  
   service pressures

•	� Series 717 sizes from 
2½ – 12"/65 – 300 mm

•	� Series 717H sizes from 
2 – 3"/50 – 80 mm
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Series 717
TYPICAL 4 − 12"/100 − 300 mm

Series 717H High Pressure Check Valve
TYPICAL 2 – 3"/50 – 80 mm
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Size SERIES 717R – Dimensions – Inches/millimeters 
Approx.

Wgt. Each 

Actual
Out. Dia.
Inches 

mm
A

E to E B

Nominal
Size

Inches
mm C D E F H J K L M N

Lbs.
kg

4 4.500 9.63 6.25 4.00 3.75 14.25 6.88 6.70 10.45 11.25 2.00 2.00 5.25 28.0
100 114.3 245 159 102 95 362 175 170 265 286 51 51 133 12.7

5 5.563 10.50 6.50 4.25 3.75 14.75 7.38 7.37 11.87 12.75 2.15 1.88 5.25 35.0
125 141.3 267 165 108 95 375 188 187 302 324 55 48 133 15.9

139.7 mm 5.500 10.50 6.50 4.25 3.75 14.75 7.38 7.37 11.87 12.75 2.15 1.88 5.25 35.0
139.7 267 165 108 95 375 188 187 302 324 55 48 133 15.9

6 6.625 11.50 7.63 5.38 3.75 15.50 8.03 7.70 12.20 13.00 2.38 2.13 5.25 46.0
150 168.3 292 194 137 95 394 204 196 310 330 61 54 133 20.9

165.1 mm 6.500 11.50 7.63 5.38 3.75 15.50 8.03 7.70 12.20 13.00 2.38 2.13 5.25 46.0
165.1 292 194 137 95 394 204 196 310 330 61 54 133 20.9

8 8.625 14.00 8.25 6.00 3.75 16.38 9.00 8.85 12.75 13.50 2.15 2.88 5.25 72.0
200 219.1 356 210 152 95 416 229 225 324 343 55 73 133 32.7

Size                                                           SERIES 717HR – Dimensions – Inches/millimeters
Approx.  

Wgt. Each

Nominal 
Size 

Inches/mm A B C D E (OPENED) F H J K L M N P R
Lbs. 
kg

2 8.66 4.40 3.16 − 8.50 4.74 5.57 8.50 3.23 2.10 1.58 4.90 3.23 3/4" 15.0
60.3 219.8 111.9 80.1 − 215.9 120.4 141.5 216.0 82.0 53.3 40.3 124.3 82.0 NPT 6.8

2 1/2 9.37 4.99 3.29 − 10.50 5.87 5.82 8.71 3.31 2.37 1.60 4.90 3.47 1 ¼" 19.5
73 238.0 126.7 83.6 − 266.7 149.0 147.8 221.2 84.1 60.2 40.7 124.3 88.1 NPT 8.8

76.1 mm  9.37 4.99 3.29 − 10.50 5.87 5.82 8.71 3.31 2.37 1.60 4.90 3.47 1 ¼" 19.5
238.0 126.7 83.6 − 266.7 149.0 147.8 221.2 84.1 60.2 40.7 124.3 88.1 NPT 8.8

3 9.62 4.99 3.31 − 10.78 6.20 6.07 8.96 3.53 2.47 1.60 4.90 3.72 1 ¼" 25.5
88.9 244.3 126.7 84.2 − 273.8 157.6 154.2 227.6 89.7 62.7 40.6 124.3 94.5 NPT 11.6

FireLock® Riser 
Check Valve
Series 717R 
SERIES 717HR High Pressure 
Small Diameter

For Complete Information 
Request Publication 10.09

Series 717R

DIMENSIONS – Series 717R

A

B
C

Main
Drain 2"

NPT

F
H

J
KE

L

M

N

¼" NPT

Typical for all Sizes

Series 717HR – shown with the 
Victaulic Riser Check Kit

K

B

A

F
E OPENED

C
MAIN DRAIN R 

N

M

L

J
H P

¼" NPT

¼" NPT

2"/60.3 mm − 3"/88.9 mm

DIMENSIONS – Series 717HR

•	� Rubber encapsulated disc provides superior corrosion resistance

•	� Can be installed in both horizontal or vertical positions

•	� Series 717R and Series 717HR include a riser check kit
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FireLock® Riser 
Check Valve
Series 717R 
SERIES 717HR High Pressure 
Small Diameter

For Complete Information 
Request Publication 10.09

Series 717R

Series 717HR – shown with the 
Victaulic Riser Check Kit

Size Series 717HR (bare valve) Series 717R (bare valve)

inches / mm cULus* FM* cULus* FM*

2
up to 365psi/2517 kPa up to 365psi/2517 kPa n /a n /a

50
2 1/2

up to 365psi/2517 kPa up to 365psi/2517 kPa n /a n /a
65

76.1 mm up to 365psi/2517 kPa up to 365psi/2517 kPa n /a n /a

3
up to 365psi/2517 kPa up to 365psi/2517 kPa n /a n /a

80
4

n/a n /a up to 365psi /2517kPa up to 365psi/2517kPa
100

5
n/a n /a up to 365psi /2517kPa up to 365psi/2517kPa

125
6

n/a n /a up to 365psi /2517kPa up to 365psi/2517kPa
150

8
n/a n /a up to 365psi /2517kPa up to 365psi/2517kPa

200

* Note: When supplied with the Victaulic Riser Check Kit, the Series 717HR can be used for services up to 300psi/2068kPa.

•	� Rubber encapsulated  
disc provides superior 
corrosion resistance

•	� Can be installed in  
both horizontal or  
vertical positions

•	� Series 717R and  
Series 717HR include  
a riser check kit
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Size

Series 771H OS & Y
Groove × Groove

Dimensions

Series 771F OS & Y
Groove × Flange

Dimensions

Series 772H NRS
Groove × Groove

Dimensions

Series 772F NRS
Groove × Flange

Dimensions
Approximate
Weight Each

Nominal
Size

Inches
mm

Actual
Outside 

Diameter
Inches

mm

A
End to
End 

Inches 
mm

B
Height
Inches

mm
C

Inches
mm

A
End to
End 

Inches 
mm

B
Height
Inches

mm
C

Inches
mm

A
End to
End 

Inches 
mm

B
Height
Inches

mm

C
Inches

mm

A
End to
End 

Inches 
mm

B
Height
Inches

mm

C
Inches

mm

Series 
771H
Lbs.
kg

Series 
772H
Lbs.
kg

Series 
771F
Lbs.
kg

Series 
772F
Lbs.
kgOpen Closed Open Closed

2 1/2 2.875 7.52 12.76 14.88 2.88 7.52 12.76 14.88 2.88 7.52 10.00 2.88 7.52 10.00 2.88 30.6 29.3 37.8 36.5
65 73.0 191 324 378 73 191 324 378 73 191 254 73 191 254 73 13.9 13.3 17.2 16.6

3 3.500 8.00 19.02 22.00 3.50 8.00 19.02 22.00 3.50 8.00 13.86 3.50 8.00 13.86 3.50 73.0 62.9 78.8 68.6
80 88.9 203 483 559 89 203 483 559 89 203 352 89 203 352 89 33.2 28.6 35.8 31.2

4 4.500 9.00 19.49 23.50 4.50 9.00 19.49 23.50 4.50 9.00 14.33 4.50 9.00 14.33 4.50 78.8 68.6 89.5 80.1
100 114.3 229 495 597 114 229 495 597 114 229 364 114 229 364 114 35.8 31.2 40.7 36.4

6 6.625 10.50 26.14 32.13 6.63 10.50 26.14 32.13 6.63 10.50 18.27 6.63 10.50 18.27 6.63 146.5 116.8 156.0 126.3
150 168.3 267 664 816 168 267 664 816 168 267 464 168 267 464 168 66.6 53.1 70.9 57.4

165.1 mm 6.500 10.50 26.14 32.13 6.50 10.50 26.14 32.13 6.50 10.50 18.27 6.50 10.50 18.27 6.50 146.5 116.8 156.0 126.3
165.1 267 664 816 165 267 664 816 165 267 464 165 267 464 165 66.6 53.1 70.9 57.4

8 8.625 11.50 32.13 40.12 8.63 11.50 32.13 40.12 8.63 11.50 21.69 8.63 11.50 21.69 8.63 238.5 187.2 248.8 197.6
200 219.1 292 816 1019 219 292 816 1019 219 292 551 219 292 551 219 108.4 85.1 113.1 89.8

10 10.750 13.00 40.12 50.12 10.75 13.00 40.12 50.12 10.75 13.00 25.63 10.75 13.00 25.63 10.75 344.7 297.7 358.4 311.3
250 273.0 330 1018 1273 273 330 1018 1273 273 330 651 273 330 651 273 156.7 135.3 162.9 141.5

12 12.750 14.02 46.89 59.25 12.75 14.02 46.89 59.25 12.75 14.02 29.13 12.75 14.02 29.13 12.75 489.5 394.9 536.8 442.2
300 323.9 356 1191 1505 324 356 1191 1505 324 356 740 324 356 740 324 222.5 179.5 244.0 201.0

A

C

B (Open)
B (Closed)

A

B (Open)
B (Closed)

C

A

B

C

A

C

B

Series 772H

FireLock® OS & Y and 
NRS Gate Valves
Series 771H
OS & Y Gate Valve (Groove × Groove)
Series 771F*
OS & Y Gate Valve (Groove × Flange)
Series 772H
NRS Gate Valve (Groove × Groove)
Series 772F*
NRS Gate Valve (Groove × Flange)

* Groove × Flange configurations  
not available in EMEA

For Complete Information 
Request Publication 10.92

series 771H OS & Y Gate Valve

Series 771H

Series 771H and Series 771F

•	� Features three internal parts, making the valves  
easy to maintain

•	� Used when positive shut-off is required in a fire line and a 
quick visual indicator of open/closed position is required

•	� Pressure rated up to 250 psi/1725 kPa

•	� Sizes from 2½ – 12"/65 – 300 mm

Series 772H and series 772F

•	� Features three internal parts, making the valves  
easy to maintain

•	� Used for shut-off service where the valve is operated remotely

•	� Pressure rated up to 250 psi/1725 kPa

•	� Sizes from 2½ – 12"/65 – 300 mm

Series 771F Series 772F

series 772H NRS Gate Vale

series 771F OS & Y Gate Valve

series 772F NRS Gate Vale

VNIIPO
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Dimensions – Inches/millimeters
Approx. 

Wgt. Each

Post Indicator A
B 

Minimum
B 

Maximum
Lbs.
kg

Series 773 Wall 14.00 18.50 — 90.0
356 470 40.8

Series 774 Upright 36.20 32.00 56.00 250.0
919 813 1422 113.4

Post Indicator – Typical Dimensions (For Upright & Wall)

Valve Size Dimensions – Inches/mm

Nominal 
Size

Inches
mm

C
Centerline to Top of the Operating Nut

Approximate
Number of Turns

to Open

2 1/2 10.00 7
65 254

3	 13.86 880 352

4	 14.33 11100 364

6 18.27 13150 464

165.1 mm 18.27 13464

8 21.69 16200 551

10 25.63 20250 651

12 29.13 24300 740

Important Notes
Series 772H and Series 772F NRS gate valves must be equipped with a mounting plate if used with the Series 774 
upright post indicator. Contact Victaulic for details. Series 773 and Series 774 post indicators are intended for use on 
NRS gate valves only.

A

B

B

A

C

series 773 wall post 
indicator

series 774 upright 
post indicator

FireLock® NRS Gate 
Valve Wall and Upright  
Post Indicators
For Series 772H and Series 772F  
NRS Gate Valves

Series 773 – Wall Post Indicator
Series 774 – Upright Post Indicator

For Complete Information 
Request Publication 10.92

Series 773

Series 774

NRS GATE VALVE 
CENTERLINE (Series 

772H shown)

VNIIPO

VNIIPO
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* 1½ and 2"/40 and 50mm sizes feature a ½"/12mm tap (Groove by Groove only).

FireLock® Ball Valve
Series 728

For Complete Information 
Request Publication 10.17

Series 728 Threaded

Series 728 Grooved

•	� Standard port,  
end-entry valve

•	� Available with grooved or 
female threaded ends (NPT)

•	� Approved for indoor  
and outdoor use

•	� Pressure rated up to  
365 psi/2517 kPa*

•	� Sizes from 
1¼ – 2"/32 – 50 mm  
for grooved sizes

•	� Sizes from 1 – 2"/25 – 50 mm 
for threaded sizes

*	 VdS and LPCB Listed for 	
	 services up to 20 Bar.

Grooved X Grooved

Threaded X Threaded

B

A

H
G

D

C

F

K

E

I

J

I
H

G

J

F

K

D

C

EA

B

Size Dimensions – Inches/millimeters
Approx.  

Wgt. Each

Nominal
in/mm

E to E
A

Height
B C D E F G H I J K

Lbs. 
kg

1/25 Thd. X Thd. 2.84 4.74 0.91 1.67 1.82 2.40 3.15 4.86 0.68 1.42 3.00 5.1
72 120 23 42 46 61 80 123 17 36 76 2.3

1 1/4/32 Thd. X Thd. 3.31 4.95 1.10	 1.88 2.20 2.61 3.15 4.86 0.68 1.65 3.00 5.8
84 126 28 48 56 66 80 123 17 42 76 2.6

1 1/2/40 Thd. X Thd. 3.66 5.13 1.29 2.06 2.58 2.79 3.15 4.86 0.68 1.83 3.00 6.6
92 130 33 52 66 71 80 123 17 47 76 3.0

2/50 Thd. X Thd. 4.33 5.49 1.69 2.42 3.38 3.15 3.15 4.86 0.68 2.16 3.00 8.5
110 140 43 62 86 80 80 123 17 55 76 3.9

1 1/4/32 Grv. X Grv. 7.25 4.95 1.10 1.87 2.20 2.61 3.15 4.86 0.68 3.19 3.00 7.5
184 126 28 48 56 66 80 123 17 81 76 3.4

1 1/2/40 Grv. X Grv.* 7.25 5.17 1.29 2.10 2.58 2.83 3.15 4.86 0.68 3.19 3.00 8.5
184 131 33 53 66 72 80 123 17 81 76 3.9

2/50  Grv. X Grv.* 7.25 5.47 1.69 2.40 3.38 3.13 3.15 4.86 0.68 3.19 3.00 10.5
184 139 43 61 86 80 80 123 17 81 76 4.8
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Size Dimensions – Inches/millimeters
Approx.

Wgt. Each

Nominal
Size

Inches
mm

Actual
Outside 

Diameter
Inches

mm A B C D E F G H I J
Lbs.
(kg)

SERIES 720 Grooved Ends

1 ¼ 1.660 3.15 2.90 5.47 6.43 2.68 3.25 — — — 3.50 6.7
32 42.4 80 74 139 163 68 83 89 3.0

1 ½ 1.900 3.65 3.06 5.47 6.51 2.68 3.75 — — — 4.20 8.9
40 48.3 93 78 139 165 68 95 107 4.0

2 2.375 3.65 3.06 5.47 6.51 2.68 3.75 — — — 4.20 9.3
50 60.3 93 78 139 165 68 95 107 4.2

SERIES 720 Threaded Ends

1 1.315 3.00 2.38 5.47 6.43 2.68 3.25 — — — 3.00 7.3
25 33.7 76 60 139 163 68 83 76 3.3

1 ¼ 1.660 3.00 2.38 5.47 6.43 2.68 3.25 — — — 3.00 7.0
32 42.4 76 60 139 163 68 83 76 3.2

1 ½ 1.900 3.63 2.38 5.47 6.51 2.68 3.75 — — — 3.50 10.5
40 48.3 92 60 139 165 68 95 89 4.8

2 2.375 3.63 2.38 5.47 6.51 2.68 3.75 — — — 3.50 10.0
50 60.3 92 60 139 165 68 95 89 4.6

SERIES 720 with pressure relief valve

1 1.315 3.00 2.38 5.47 6.43 2.68 3.25 3.90 4.95 4.00 3.00 8.3
25 33.7 76 60 139 163 68 83 99.06 125.73 101.6 76 3.8

1 ¼ 1.660 3.00 2.38 5.47 6.43 2.68 3.25 3.90 4.95 4.00 3.00 8.0
32 42.4 76 60 139 163 68 83 99.06 125.73 101.6 76 3.8

1 ½ 1.900 3.63 2.38 5.47 6.51 2.68 3.75 4.09 4.95 4.00 3.50 11.5
40 48.3 92 60 139 165 68 95 103.89 125.73 101.6 89 5.2

2 2.375 3.63 2.38 5.47 6.51 2.68 3.75 4.09 4.95 4.00 3.50 11.0
50 60.3 92 60 139 165 68 95 103.89 125.73 101.6 89 5.0

SERIES 720 Grooved 
Ends

E

F

D
C

B J

A

Full Drain
Position

Closed
Position

EFull Drain
Position

Closed
Position

D
C

B J

F A

F

EFull Drain
Position

Closed
Position

D
C

G
JB

I A H

SERIES 720 
Threaded Ends

SERIES 720 
with pressure 

relief valve

TestMasterTM II Alarm 
Test Module
SERIES 720

For Complete Information 
Request Publication 10.22

SERIES 720 Threaded Ends

SERIES 720 with Pressure Relief Valve

SERIES 720 Grooved Ends

•	� Incorporates the test function 
and rapid drain function for  
wet sprinkler systems into a 
single unit

•	� Constructed of corrosion 
resistant bronze

•	� Available with either NPT, 
BSPT female threaded ends or 
with grooved ends

•	� K5.6/8.1 S.I. orifice is factory 
fitted (optional K8.0/11.5 S.I. 
orifice available upon request)

•	� Can be supplied with a 
pressure gauge port tapping

•	� Pressure rated up to  
300 psi/2065 kPa

•	� Sizes from 1¼ – 2"/32 – 50 mm 
for grooved end

•	� Sizes from 1 – 2"/25 – 50 mm for 
threaded end
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Vic-Check® Valves
Series 716H/716

08.08carbon steel pipe – Grooved Valves
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SERIES 716H 
Sizes 2 – 3"/50 – 80 MM

SERIES 716 
Sizes 4 – 12"/100 – 300 MM

dimensions
Size Dimensions – Inches/mm

Approx.  
Wgt. Each

Nominal 
Size 

Inches/
mm

Actual 
Outside 

Diameter 
 Inches/

mm
E-E 
A

Overall 
Width 

B C D E J K P R
Lbs. 
kg

2 2.375 8.66 6.46 3.23 1.48 3.02 2.80 – – 4.25 10.7
50 50.8 220 164 82 38 77 71 108.0 4.9

2 1/2 2.875 9.37 6.94 3.31 1.66 3.40 3.38 – – 4.38 3.6
65 73.0 238 176 84 42 86 86 111.3 1.6

76.1 mm 3.000 9.37 6.94 3.31 1.66 3.40 3.38 – – 4.38 3.6
76.1 238 176 84 42 86 86 111.3 1.6

3 3.500 9.62 7.44 3.53 1.91 3.65 3.38 – – 4.63 4.5
80 88.9 244 189 90 49 93 86 117.6 2.0

4 4.500 9.63 6.00 3.90 2.75 3.50 2.00 4.50 3.50 3.35 16.0
100 114.3 245 152 99 70 89 51 114 89 85 7.3

139.7 mm 5.500 10.50 6.80 4.50 4.17 4.17 2.15 5.88 4.08 4.02 27.0
139.7 267 173 114 106 106 55 149 104 102 12.3

5 5.563 10.50 6.80 4.50 4.17 4.17 2.15 5.88 4.08 4.02 20.0
125 141.3 267 173 114 106 106 55 149 104 102 9.1

6 6.625 11.50 8.00 5.00 4.50 4.50 2.38 6.67 4.73 3.89 28.0
150 168.3 292 203 127 114 114 61 169 120 99 12.7

165.1 mm 6.500 11.50 8.00 5.00 4.50 4.50 2.38 6.67 4.73 3.89 28.0
165.1 292 203 127 114 114 61 169 120 99 12.7

8 8.625 14.00 9.88 6.10 5..05 5.65 2.15 8.75 5.70 5.75 40.0
200 219.1 356 251 155 128 144 55 222 145 146 18.1

10 10.750 17.00 12.00 7.10 5.96 6.69 2.15 10.92 6.93 – 100.0
250 273.0 432 305 180 151 170 55 277 176 45.4

12 12.750 19.50 14.00 8.10 6.91 7.64 2.51 12.81 7.93 – 140.0
300 323.9 495 356 206 176 194 64 325 201 63.5C

ED

J
2 1

P

K

A

B

R 3

C

ED

1J
2K

P

A

B

➀ 1/2” NPT Upstream Drain (Optional)
➁ 1/2” NPT Downstream Drain (Optional) 

SERIES 716H  
Typical 2 – 3"/50-80 MM

➀ 1/2" NPT Upstream Drain (Optional)
➁ 1/2" NPT Downstream Drain (Optional)

➂ 2" NPT (Drain Optional)
SERIES 716 

Typical 4 – 8"/100-200 MM

➀ 1/2" NPT Upstream Drain (Optional)
➁ 1/2" NPT Downstream Drain (Optional)

SERIES 716  
Typical 10 – 12"/250-300 MM 

C

ED
12

B A

R J



MATERIAL SPECIFICATIONS

The Series 705W butterfly valve features an approved weatherproof actuator housing 
approved for indoor or outdoor use. It has a ductile iron body and disc with EPDM disc 
coating. The body is coated with a heat fused polyphenylene sulfide blend to meet FM 
requirements. Designed for fire protection services only. Series 705W valve is UL Listed 
and FM Approved for 300 psi/2065 kPa service. The Series 705W is also LPCB approved 
for 20 Bar and VdS approved for 16 Bar service. Contact Victaulic for details of agency 
approvals.

WEATHERPROOF ACTUATOR

Pre-wired supervisory switches that monitor the valve in the fully open position for all 
sizes.

OPTIONAL SUPPLY-SIDE TAP

Series 705W valves are available with a 1/2" NPT supply side tap designed to allow 
direct water supply connection to Victaulic FireLock actuated fire protection valves. See 
separate drawings below. This is an optional feature and must be clearly noted on all 
orders. 

Body: Ductile iron conforming to ASTM A-536, coated with polyphenylene sulfide blend.

Disc: Ductile iron conforming to ASTM A-536, various grades, EPDM coated.

Disc Coating:

	 •	 Grade “E” EPDM
EPDM (Green color code). Temperature range –30°F to +230°F/–34°C to +110°C. 
Recommended for cold and hot water service within the specified temperature range plus a 
variety of dilute acids, oil-free air and many chemical services. UL classified in accordance 
with ANSI/NSF 61 for cold +86°F/+30°C and hot +180°F/+82°C potable water service. NOT 
RECOMMENDED FOR PETROLEUM SERVICES.

Stem Bearings: Teflon impregnated fiberglass with stainless steel backing.

Stem Bearing Nuts: Type 416 Stainless Steel.

Tap Plug: Carbon steel, plated.

O-Ring: EPDM

Bracket: Carbon steel, painted.

Actuator:

	 •	 21/2 – 8"/65 – 200 mm: Bronze traveling nut on a steel lead screw, in a ductile iron housing. 

	 •	 10 – 12"/250 – 300 mm: Steel worm and cast iron quadrant gear, in a cast iron housing.

10.18_1

FireLock® Butterfly Valve
SERIES 705W 
WITH WEATHERPROOF ACTUATOR

10.18IPS CARBON STEEL PIPE – FIRE PROTECTION VALVES

JOB/OWNER CONTRACTOR ENGINEER

System No.___________________________ Submitted By_________________________ Spec Sect_____________ 	Para___________

Location_ ____________________________ Date	________________________________ Approved_ ___________________________

Date	________________________________
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DIMENSIONS – 

Size Dimensions – inches/millimeters
Aprx. Wgt.

Each

Nominal 
Size 

inches
mm

Actual Outside 
Diameter
 inches

mm
End to End 

“A”
Hgt. 
“B” “E” “F” “J” “O” “N” ‡ “P” ‡ lbs/kg

2 ½ 2.875 3.77 8.76 — 4.21 6.08 3.00 0.00 * 0.75 8.3
65 73.0 95.6 222.5 106.9 154.4 76.2 0.0 * 19.1 3.8

76.1 mm 3.000 3.77 8.76 — 4.21 6.08 3.00 0.00 * 0.75 8.3
76.1 95.6 222.5 106.9 154.4 76.2 0.0 * 19.1 3.8

3 3.500 3.77 9.40 0.08 4.21 6.08 3.00 0.00 * 0.75 8.9
80 88.9 95.6 238.8 2.0 106.9 154.4 76.2 0.0 * 19.1 4.0
4 4.500 4.63 10.84 0.07 6.01 6.98 3.00 0.73 1.13 14.9

100 114.3 117.6 275.3 1.8 152.7 177.3 76.2 18.5 28.7 6.8

139.7 mm 5.500 5.88 12.38 0.43 6.01 8.57 4.50 — — 21.0
139.7 149.4 314.5 10.9 152.7 217.7 114.3 9.5

5 5.563 5.88 12.38 0.43 6.01 8.57 4.50 — — 21.0
125 141.3 149.4 314.5 10.9 152.7 217.7 114.3 9.5

165.1 mm 6.500 5.88 13.41 1.00 7.51 9.32 4.50 1.60 1.88 26.5
165.1 149.4 340.6 25.4 190.8 236.7 114.3 40.6 47.8 12.0

6 6.625 5.88 13.41 1.00 7.51 9.32 4.50 1.60 1.88 26.5
150 168.3 149.4 340.6 25.4 190.8 236.7 114.3 40.6 47.8 12.0

8 8.625 5.33 16.50 1.27 9.65 10.98 6.30 0.00 * 0.68 43.0
200 219.1 135.4 419.1 32.3 245.1 278.9 160.0 0.0 * 17.3 19.5
10 10.750 6.40 19.14 1.72 12.20 16.19 9.00 — — 80.0

250 273.0 162.6 486.2 43.7 309.9 411.2 228.6 36.3
12 12.750 6.50 21.54 2.66 14.25 17.22 9.00 — — 102.0

300 323.9 165.1 547.1 67.6 362.0 437.4 228.6 46.3

* On Centerline
‡ These dimensions apply only to a Series 705W Butterfly Valve with a ½-inch NPT, supply-side tap
1. To prevent rotation of valves. it is recommended that Series 705W be installed with Victaulic Style 07 Zero-Flex®, Style 005 FireLock, Style 009/009V FireLock 
EZ, or Style HP-70 Rigid Couplings. If Victaulic flexible couplings are used. additional support may be required.
2. Valve must not be installed with disc in full open position. Disc must be partly closed so that no part is protruding beyond end of valve body.
3. Victaulic grooved end butterfly valves are permitted for use with grooved end pipe (IPS) only. Not permitted for use with plain end (IPS) pipe.
4. Series 705W valves are designed for ambient weather conditions as opposed to submersible service. 

  B

  J
  F

  A

  O

  E

½" NPT
Supply Tap

  N

  P
  F

  J

  B

  P

  N

½" NPT
Supply Tap

  A   E

  O

2 1/2 – 4-INCH/65 – 100-MM SIZES 5 – 12-INCH/125 – 300-MM SIZES

10.18_2

FireLock® Butterfly Valve
SERIES 705W 
WITH WEATHERPROOF ACTUATOR

10.18IPS CARBON STEEL PIPE – FIRE PROTECTION VALVES
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FEATURES

1	 Disc – Electroless nickel coated ductile iron.
	 Optional:
	 •	 Aluminum Bronze 
	 •	 Stainless Steel
2	 Seat – Patented pressure enhanced rubber 
seat design
3	 Drive Hub – Designed to accept nearly all 
types of actuation
4	 Stem Seals – Prevents leakage of media.
5	 Upper and Lower Stem Bearings – Helps 
maintain constant low torque values for the life 
of the valve.
6	 Stem – Blow out proof design utilizing stain-
less steel.
7	 ISO 5211 Mounting Flange – Accepts ISO 
standard actuators

	 •	 2 - 8"/50 – 200 mm are flange size F07
	 •	 10 - 12”/250 – 300 mm are flange size F10
8	 Grooved End Body – Reduces the weight of 
the valve and makes it easier to install.
9	 Rectangular Drive – Positive rectangular 
drive eliminates fasteners in the flow stream. 
Design prevents replacement errors.
10	Seal Cartridge – Patented seal cartridge 
houses stem seals.
11	Thermal Barrier - Reduces condensation on 
gear operators when installed in chilled water 
applications.

Vic®-300 MasterSeal™ butterfly valves are designed for pressures ranging from full vacuum 
to 300 psi/2065 kPa and for bi-directional, dead end services to full working pressure. The 
valve features a patented seat design that assures full 360° sealing. The pressure-enhanced 
seat compresses to form a larger seating area as the pressure increases. The seat design also 
contributes to the low breakaway torque capabilities of the MasterSeal valve.

Available in 2 – 12”/50 – 300 mm sizes the valve is offered with a standard ISO mounting 
flange to accept most gear and power actuators. Vic-300 MasterSeal butterfly valves             
2 – 6”/50 – 150 mm are offered with a 10-position handle that may be configured for infinitely 
variable service with memory lock stop and is pad-lockable. Sizes 8”/200 mm valves are 
available with a lever lock handle that may be configured for infinitely variable service with memory stop and is padlockable. 2 – 12”/50 – 300 mm 
sizes are available with a gear operator and can easily be configured into three way assemblies. Vic-300 Masterseal butterfly valves accommodate 
2”/50 mm of insulation. An additional 2”/50 mm neck extension is available when more than 2”/50 mm of insulation is needed. A 4½”/120 mm 
long hand wheel input shaft extension is available for valve sizes 2 – 8”/50 – 200 mm and a 3½”/90 mm long hand wheel input shaft extension is 
available for 10 – 12”/25 – 300 mm valve sizes. Note: Hand Wheel Input Shaft Extensions are not for use with Chain Wheels.

Available seats include EPDM for water services to +250°F/+121°C. Vic-300 MasterSeal valves are also offered with permanently lubricated Nitrile 
material that is recommended for oil, air, and gas services. For specific material specifications on varied services please request publication 05.01. 
For dry gas service, Victaulic recommends the lubricated nitrile option. Valves with standard disc and EPDM seat are UL classified to ANSI/NSF 61.

Victaulic also offers a tamper resistant option for 2 – 8”/50 – 200 mm size Vic-300 MasterSeal butterfly valves.

NOTES:
A padlockable valve refers to those valves which can be padlocked to lockout equipment for preventing inadvertent valve operation. When used in 
conjunction with an appropriate lockout/tagout systems, multiple padlocks may be used. The valve may be padlocked either fully open or fully closed.

A tamper resistant option is meant to deter theft, vandalism or other malicious activity. The handles and associated components are assembled with 
tamper resistant fasteners which are designed for one time assembly. Attempts to defeat the padlock by partial disassembly of the valve will likely 
result in evidence of such activity. The valve may be padlocked either fully open or fully closed.

7 - ISO Mounting Flange

3 - Drive Hub

11 - Thermal Barrier

6 - Stem

10 - Seal Cartridge

8 - Grooved End
Body

4 -  Seals

2 - Seat

9 - Rectangular
Drive

5 - Upper and
Lower Bearings 

1 - Disc

08.20_1

VIC®-300 MasterSeal™ Butterfly Valves
SERIES 761

08.20CARBON STEEL PIPE - GROOVED VALVES

JOB/OWNER CONTRACTOR ENGINEER

System No.___________________________ Submitted By_________________________ Spec Sect_____________ 	Para___________
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DIMENSIONS

Bare

Size Dimensions – Inches/millimeters
Approx.
Wgt. Ea.

Nominal
Size

In./mm

Actual
Outside

Diameter
In./mm

A
End to 
End B C D E F G H J K L M N P Q-Key

Bare 
Valve 
Lbs./kg

Valve 
with 
Lever 

Handle
Lbs./kg

Valve 
with 10-
Position 
Handle
Lbs./kg

2 2.375 3.21 3.25 1.44 — — 1.81 3.81 2.17 0.13 0.34 2.756 0.88 0.32 0.43 — 3.5 6.0 4.4
50 60.3 81.5 82.6 36.6 46.0 96.8 55.2 3.3 8.6 70.0 22.4 8.0 11.0 1.6 2.7 2.0

2 1/2 2.875 3.77 4.00 1.77 — — 2.10 4.25 2.17 0.13 0.34 2.756 0.88 0.32 0.43 — 5.0 7.5 5.9
65 73.0 95.8 101.6 45.0 53.3 108.0 55.2 3.3 8.6 70.0 22.4 8.0 11.0 2.3 3.4 2.7

76.1 mm 3.000 3.77 4.00 1.77 — — 2.10 4.25 2.17 0.13 0.34 2.756 0.88 0.32 0.43 — 5.0 7.5 5.9
76.1 95.8 101.6 45.0 53.3 108.0 55.2 3.3 8.6 70.0 22.4 8.0 11.0 2.3 3.4 2.7

3 3.500 3.77 4.50 1.77 — — 2.35 4.50 2.17 0.13 0.34 2.756 0.88 0.32 0.43 — 6.0 8.5 6.9
80 88.9 95.8 114.3 45.0 59.7 114.3 55.2 3.3 8.6 70.0 22.4 8.0 11.0 2.7 3.9 3.1

4 4.500 4.63 5.50 2.18 — — 2.88 5.25 2.17 0.13 0.34 2.756 0.89 0.43 0.59 — 9.3 11.8 10.8
100 114.3 117.6 139.7 55.4 73.2 133.4 55.2 3.3 8.6 70.0 22.6 11.0 15.0 4.2 5.4 4.9

108.0 mm † 4.250 4.63 5.50 2.20 — — 2.88 5.25 2.17 0.13 0.34 2.756 0.89 0.43 0.59 — 9.3 11.8 10.8
108.0 117.6 139.7 55.8 73.2 133.4 55.2 3.3 8.6 70.0 22.6 11.0 15.0 4.2 5.4 4.9

5 5.563 5.88 6.30 2.58 — — 3.34 6.25 2.17 0.13 0.34 2.756 1.12 0.50 0.75 — 16.8 20.0 18.8
125 141.3 149.4 160.0 65.5 84.8 158.8 55.2 3.3 8.6 70.0 28.5 12.7 19.1 7.6 9.1 8.5

133.0 mm † 5.250 5.88 6.30 2.58 — — 3.34 6.25 2.17 0.13 0.34 2.756 1.12 0.50 0.75 — 16.8 20.0 18.8
133.0 149.4 160.0 65.5 84.8 158.8 55.2 3.3 8.6 70.0 28.5 12.7 19.1 7.6 9.1 8.5

139.7 mm 5.500 5.88 6.30 2.58 — — 3.34 6.25 2.17 0.13 0.34 2.756 1.12 0.50 0.75 — 16.8 20.0 18.8
139.7 149.4 160.0 65.5 84.8 158.8 55.2 3.3 8.6 70.0 28.5 12.7 19.1 7.6 9.1 8.5

6 6.625 5.88 7.30 2.58 0.42 — 3.83 6.75 2.17 0.13 0.34 2.756 1.12 0.50 0.75 — 20.0 23.2 22.0
150 168.3 149.4 185.4 65.5 10.6 97.3 171.5 55.2 3.3 8.6 70.0 28.5 12.7 19.1 9.1 10.5 10.0

159.0 mm † 6.250 5.88 7.30 2.58 0.42 — 3.83 6.75 2.17 0.13 0.34 2.756 1.12 0.50 0.75 — 20.0 23.2 22.0
159.0 149.4 185.4 65.5 10.6 97.3 171.5 55.2 3.3 8.6 70.0 28.5 12.7 19.1 9.1 10.5 10.0

165.1 mm 6.500 5.88 7.30 2.58 0.42 — 3.83 6.75 2.17 0.13 0.34 2.756 1.12 0.50 0.75 — 20.0 23.2 22.0
165.1 149.4 185.4 65.5 10.6 97.3 171.5 55.2 3.3 8.6 70.0 28.5 12.7 19.1 9.1 10.5 10.0

8 8.625 5.33 10.00 2.33 1.47 0.80 5.00 8.00 2.17 0.13 0.34 2.756 1.30 — 0.88 0.188 x .88 34.3 37.5 —200 219.1 135.4 254.0 59.2 37.4 20.3 127.0 203.2 55.2 3.3 8.6 70.0 33.0 22.2 4.78 x 22.35 15.6 17.0

10 10.750 6.40 12.25 3.00 1.81 1.41 6.13 9.75 2.76 0.13 0.43 4.016 2.25 — 1.25 0.312 x 1.88 72.0 84.0 —250 273.0 162.6 311.2 76.2 45.9 35.8 155.7 247.7 70.1 3.3 11.0 102.0 57.2 31.8 7.92 x 47.75 32.7 38.1

12 12.750 6.50 14.25 3.00 2.80 2.30 7.13 10.75 2.76 0.13 0.43 4.016 2.24 — 1.25 0.312 x 1.88 88.0 100.0 —300 323.9 165.1 362.0 76.2 71.0 58.4 181.1 273.1 70.1 3.3 11.0 102.0 56.9 31.8 7.92 x 47.75 39.9 45.4

† Contact Victaulic for availability.
NOTE: 2 – 8”/50 – 200 mm sizes are ISO Flange Designation F07; 10 and 12”/250 and 300 mm sizes are ISO Flange Designation F10.

BARE VALVE 
2 – 6”/50 – 150 MM SIZES

BARE VALVE 
8 – 12”/200 – 300 MM SIZES

MOUNTING FLANGE RECESS

H

M

J

D

G

F

A
BC

A A

P

L
4 x K

N

N

View A-A
Mounting Flange for
2 – 6"/50 – 150 mm

Valve shown in
open position

D

G

F

A BC

Q Key

4 x KL

P

E

B B

View B-B
Mounting Flange for

8 – 12"/200 – 300 mm
Valve shown in
open position
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08.20CARBON STEEL PIPE - GROOVED VALVES
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VIC®-300 MasterSeal™ Butterfly Valves
SERIES 761



DIMENSIONS

With Handle

Size Dimensions – Inches/millimeters
Approx.
Wgt. Ea.

Nominal
Size

In./mm

Actual
Outside

Diameter
In./mm

A
End to End T-R U

Bare Valve 
Lbs./kg

Valve with 
Lever Handle

Lbs./kg

2 2.375 3.21 7.00 1.57 3.5 6.0
50 60.3 81.5 177.8 39.9 1.6 2.7

2 1/2 2.875 3.77 7.00 1.57 5.0 7.5
65 73.0 95.8 177.8 39.9 2.3 3.4

76.1 mm 3.000 3.77 7.00 1.57 5.0 7.5
76.1 95.8 177.8 39.9 2.3 3.4

3 3.500 3.77 7.00 1.57 6.0 8.5
80 88.9 95.8 177.8 39.9 2.7 3.9

4 4.500 4.63 8.50 1.64 9.3 11.8
100 114.3 117.6 215.9 41.7 4.2 5.4

108.0 mm † 4.250 4.63 8.50 1.64 9.3 11.8
108.0 117.6 215.9 41.7 4.2 5.4

5 5.563 5.88 12.00 1.64 16.8 20.0
125 141.3 149.4 304.8 41.7 7.6 9.1

133.0 mm † 5.250 5.88 12.00 1.64 16.8 20.0
133.0 149.4 304.8 41.7 7.6 9.1

139.7 mm 5.500 5.88 12.00 1.64 16.8 20.0
139.7 149.4 304.8 41.7 7.6 9.1

6 6.625 5.88 12.00 1.64 20.0 23.2
150 168.3 149.4 304.8 41.7 9.1 10.5

159.0 mm † 6.250 5.88 12.00 1.64 20.0 23.2
159.0 149.4 304.8 41.7 9.1 10.5

165.1 mm 6.500 5.88 12.00 1.64 20.0 23.2
165.1 149.4 304.8 41.7 9.1 10.5

8 8.625 5.33 14.00
355.6

1.51
38.4

34.3 37.5
200 219.1 135.4 15.6 17.0

10
250

10.750
273.0

6.40
162.6

11.66
296.2

4.50
114.30

72.0
32.7

84.0
38.1

12
300

12.750
323.9

6.50
165.1

11.66
296.2

4.50
114.3

88.0
39.9

100.0
45.4

† Contact Victaulic for availability.
NOTE: 2 – 8”/50 – 200 mm sizes are ISO Flange Designation F07; 10 and 12”/250 and 300 mm sizes are ISO Flange Designation F10.

10-POSITION HANDLE WITH MEMORY STOP 
2 – 6”/50 – 150 MM SIZES

VALVE WITH LEVER LOCK HANDLE
AND MEMORY STOP
8”/200 MM SIZES

VALVE WITH LEVER LOCK HANDLE
AND MEMORY STOP

10 & 12”/250 & 300 MM SIZES
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Style 732 Vic-Strainer provides straight through flow for lower pressure drop. Installs with 
two Victaulic couplings. Style 732 strainers range in size from 2 – 12"/50 – 300 mm. All 
sizes are rated to 300 psi/2065 kPa maximum working pressure.

Durable 304 stainless perforated metal basket, 0.062" diameter holes for 2 – 3"/50 – 
80 mm sizes; 0.125" diameter holes for 4 – 12"/100 – 300 mm sizes standard.

For information on the AGS Style W732  Wye Type Vic-Strainer in 14-18"/300-400mm 
sizes, request publication 20.19.

 WARNING

�Always depressurize and drain piping systems before attempting to install, remove, or adjust •	
any Victaulic piping products.

Failure to follow this instruction could result in serious personal injury, property damage, joint 
leakage, and/or joint failure.

warning

09.03_1

Wye Type Vic-Strainer®

Style 732

09.03carbon steel pipe – grooved accessories

job owner contractor engineer

System No.___________________________ Submitted By_________________________ Spec Sect_____________ 	Para___________

Location_ ____________________________ Date	________________________________ Approved_ ___________________________

Date	________________________________
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material specifications Body, Coupling, End Cap: Ductile iron conforming to ASTM A-395, grade 65-45-15, and ASTM 
A‑536, grade 65-45-12.

Coating: Orange enamel.

Basket: Stainless Steel, Type 304, perforated metal.

	 • �2 – 3"/50 – 80 mm: 0.062"/1.6 mm diameter perforations on 0.09"/2.3 mm centers, 41% open 
area.

	 • �4 – 12"/100 – 300 mm: 0.125"/3.2 mm diameter perforations on 0.19"/4.8 mm centers, 40% 
open area.

Gasket Grade: (specify choice*)†

	 • Grade “E” EPDM
EPDM (Green color code). Temperature range –30°F to +230°F/–34°C to +110°C. 
Recommended for cold and hot water service within the specified temperature range plus a 
variety of dilute acids, oil-free air and many chemical services. UL classified in accordance 
with ANSI/NSF 61 for cold +86°F/+30°C and hot +180°F/+82°C potable water service. NOT 
RECOMMENDED FOR PETROLEUM SERVICES.

	

dimensions
Size

Max. Work 
Pressure Dimensions – Inches/mm

Approx.  
Wgt. Each

Nominal 
Size 

Inches/mm

Actual 
Outside 

Diameter 
 Inches/mm

psi 
kPa

End to 
End 
A B C D E F G* H

Lbs. 
kg

2 2.375 300 9.75 7.00 2.75 7.54 8.54 3.50 5.25 0.50 10.0
50 60.3 2065 248 178 70 192 217 89 133 13 4.5

2 1/2 2.875 300 10.75 7.75 3.00 8.32 9.32 4.13 5.81 0.50 14.0
65 73.0 2065 273 197 76 211 237 105 148 13 6.4

76.1 mm 3.000 300 10.75 7.75 3.00 8.32 9.32 4.13 5.81 0.50 14.0
76.1 2065 273 197 76 211 237 105 148 13 6.4

3 3.500 300 11.75 8.50 3.25 9.08 10.14 4.75 6.63 0.75 20.0
80 88.9 2065 299 216 83 231 258 121 168 19 9.1

4 4.500 300 14.25 10.50 3.75 11.06 12.36 6.25 7.94 1.00 32.0
100 114.3 2065 362 267 95 281 314 159 202 25 14.5

5 5.563 300 16.50 12.50 4.00 13.00 14.36 7.88 9.50 1.00 50.0
125 141.3 2065 419 318 102 330 365 200 241 25 22.7

6 6.625 300 18.50 14.00 4.50 14.44 16.06 9.25 10.50 1.25 72.0
150 168.3 2065 470 356 114 367 408 235 267 32 32.7

165.1 mm 6.500 300 18.50 14.00 4.50 14.44 16.06 9.25 10.50 1.25 72.0
165.1 2065 470 356 114 367 408 235 267 32 32.7

8 8.625 300 24.00 18.00 6.00 18.38 20.50 12.38 13.19 1.50 125.0
200 219.1 2065 610 457 152 467 521 315 335 38 56.7

10 10.750 300 27.00 21.00 6.00 22.00 23.82 14.25 15.92 2.00 205.0
250 273.0 2065 686 533 152 559 605 362 404 51 93.0

12 12.750 300 30.00 24.50 5.50 24.75 27.37 17.00 18.23 2.00 280.0
300 323.9 2065 762 622 140 629 695 432 463 51 127.0

A
B

D

F

PIPE PLUG, "H" N.P.T.
"G" DIA.

E

C

#Working pressure is maximum and will be 
governed by couplings used for installation 
and related system components. Maximum 
differential pressure from inlet to outlet must 
not exceed 10 psi/69 kPa.
*Dimensions will vary depending upon 
coupling orientation.
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