


“ABS
ABS
American Bureau of Shipping

ACS
Attestation de Conformité Sanitaire

ANSH

Rt es—p————

ANSI
American Mational
Standards Institute

ANSI/AWWA
American Water Warks
Association — C-606

API
American Petroleum Institute —
APl Std. 5L, Sect. 7.5

ARPA
Agenzia Regionale per la
Protezione dell Ambiente

AS
AS4041-1992 Australian Standard
(3.24.10}

ASHRAE

American Society of Heating,
Refrigerating and Air Conditioning
Engineers

ASME

American Society of

Mechanical Engineers

* Power Piping, B-31.1

* Chemical Plant and Petroleum
Refinery Piping, B-31.3

* Refrigeration Piping, B-31.5

* Building Services Piping, B-31.9

* Slurry Pipelines, B-31.11

ASTM

American Society

of Testing and Materials
* [-1476 Couplings

* F-1548 Fittings

s [-1155 Shipbuilding

ATEX

Grade E and T gaskets
n compliance with the
ATEX directive 94/9/EC

BBA
British Board of Agrément

BOCA
Building Officials and
Code Administrators

N
BV

Bureau Veritas

\/ct.aulicj'

Ialsl

China Certification Center
for Fire Products3

C€

0026

CE

Certification to the European
Directive for Pressure
Equipment (PED)
Certification to the European
Directive for Construction
Products (CPD)

CNBOP
Centrum Naukowo-Badawcze
Cchrony Przeciwpozarowe]

CNPP APSAD

Centre National de Prévention
et de Protection

@

CSA
Canadian Standards Asscciation—
B-242, registered to CAN 3-7299.3

@

cULus

Underwriter's Laboratories, Inc. -
Listed for the fire protection ser-
vices

DIN GOST TOV
Zertifizerungssystem fur Produkte

meey]
DNV
Det Norske Veritas

i
DVGW

DVGW
Deutscher Verein des
Gas- und Wasserfaches e V.

EMI
Epitesugyi Minosegellenorzo
Innavacious

o>

o
M Approvals —

Approved for fire protection services
GL

Germanischer Lloyd

GOSTR

HDB
Singapore Housing
Development Board

Hong Kong Fire Services Board

IAPM
International Association of
Plumbing & Mechanical Officials

Korean Registry of Shipping

“rajska Hygienicka

INSTAL

e AT/2000
* AT/2002
e AT/2003

8

LLOYD'S
Lloyd's Register of Shipping

LPCB

LPCB
Loss Prevention Certification Board

New Zealand Insurance Council
New Zealand Building Act {1991}

NFPA
MNational Fire Protection Association

ClassNK
NK
MNippon Kaijl Kyokai

™

|

o)

NSF/ANSI 61

Standard 61 for potable
water service

NY-MEA
Mew York Materials and
Equipment Acceptance

ovew
Osterreichische Vereinigung far
das Gas- und Wasserfach

PZH
Panstwowy Zaklad Higieny

RINA
Registro Italizno Navale

LISTED

SBCCI

Southern Building Code Congrass
International — Standard Plumbing
and Mechanical Code

SBSC

Svensk Brand & Sakerhets
Certifiering AB

SRIPS

Service de Recherche et
d'Ingénigrie en Protection Sanitaire

SSL
Scientific Services Laboratory

Standards Australia

SVGW
Schweizerischer Verein des
Gas- und Wasserfaches

TSU )
Technicky Skusobny Ustay
Pietany, 5.p.

@

uL
Underwriter's Laborataories, Inc.—
Listed for fire protection services

ue
ULC Underwriter's Laboratories
of Canada — Listed for fire
protection services

(vas]

QA

vds
Verband der
Schadenverhutung GmBH

VKF
Vereinigung Kantonaler
Feuerversicherungen

\'1'4

w

Standards Australia Watermark
Certification

WRAS

Water Regulaticns
Advisory Scheme

Bureau of Marine Inspection —
Salt and fresh water, cil transfer

Bureau of Public Roads —
Div. of Bridges — Drain lines
and bridge crossings
Canadian Coast Guard

1J.5. Coast Guard — Approves
each vessel individually

COE
Corps of Engineers —
CEGS 15000

FAA
Federal Aviation Administration—
HWVAC, Plumbing, Fire Protection

FHA
Federal Housing Administration

GSA
General Services
Administration — 15000 Series

MIL
Military Specifications
* MILP-10388 Fittings
o MIL-C-10387 Couplings
* MIL-P-11087A(CE)
Steel Pipe, Grooved
o MILI-45208 Inspection Procedure

NASA

Mational Aeronautics and Space
Administration — 15000 Series

NAVFAC
Maval Facilities Engineering
Command — NFG5 15000 Series

NIH
Mational Institute of Health
{Dept. of Health) — 15000 Series

TvA
Tennessee Valley Authority —
Fire protection, storm drains

VA

Veterans Affairs — 15000 Series

vii






Buwota E€aptipata Evponng
Screwed Fittings

IXHMA TYNOZ Inches
Madpa 077 | 1,22 | 1,83 | 357 | 589 | 6,82 | 21,26 | 29,09 | 51,35
| | Twviég
¥/ | OnAukég
FaABa/péva | 0,97 | 154 | 227 | 447 | 7,31 8,57 | 26,51 | 36,35 | 64,12
Fwvige Madpa 089 | 146 | 240 | 426 | 642 | 837 | 21,91 | 28,87 | 48,55
@ APOEVIKEG
2 ONAUKES | ropgaipeva | 1,14 | 179 | 301 | 524 | 796 | 1052 | 27,38 | 36.43 | 64,19
Madpa 1,10 | 1,83 | 2,68 | 555 | 7,68 | 10,80 | 2589 | 34,69 | 69,45
Tau
FaABa/péva | 1,34 | 227 | 3,41 6,09 | 954 | 13,48 | 32,41 | 43,90 | 83,50
Matpa 244 | 475 | 7,60 | 11,01 | 13,24 | 28,06 | 40,76 | 73,43
: Tau
. 2UOTOAIKG
L raABa/péva 3090 | 566 | 946 | 13,73 | 16,49 | 34,25 | 48,66 | 92,44
Madpa 375 | 580 | 7,33 | 9,79 | 13,01 | 19,45 | 47,98 | 53,94 | 88,42
* | Zraupoi
FaABa/péva | 4,78 | 7,09 | 915 | 1221 | 1623 | 23,75 | 57,20 | 65,80 | 109,60
Madpa 8,13 | 10,95 | 12,21 | 1599 | 22,33
2TaUPOI
2 UOTOAIKOI
FaABa/péva 9,89 | 1320 | 14,67 | 17,19 | 24,86
ar, Madpa 089 | 125 | 1,58 | 2,56 | 3,57 | 548 | 16,40 | 19,68 | 45,31
'B MoUeg
FaABa/péva | 1,15 | 155 | 1,99 | 326 | 455 | 6,86 | 20,47 | 24,58 | 56,56
Motgec Madpa 1,44 | 1,86 | 2,46 | 479 | 526 | 9,06 | 16,87 | 19,68 | 49,94
l QPOEVIKEG
ONAUKES | ropgaspeva | 1,78 | 237 | 300 | 598 | 657 | 1182 | 2082 | 2576 | 62,20
Madpa 504 | 510 | 576 | 9,54 | 11,19 | 18,44 | 41,25 | 57,56 | 116,30
. | Pakdp
r BnAukd
FaABa/péva | 7,21 6,40 | 7,21 | 11,95 | 13,99 | 23,06 | 51,61 | 71,95 | 145,39
- Pakép Madpa 515 | 525 | 6,44 | 10,26 | 13,05 | 20,43 | 45,40 | 70,96 | 130,82
| apoevikd
! BnAukd .
n FaABa/uéva | 6,35 | 6,50 | 801 | 12,80 | 16,32 | 2551 | 56,34 | 88,05 | 163,55







COUPLINGS

Couplings

FireLock EZ®
Rigid Coupling

STYLE 009H

c@us 6> @

e Provides rigidity; does
not accommodate
expansion, contraction
or angular deflection

Installation-ready design
—assemble a joint
without disassembling
the bolts, nuts, gasket
and housings

e For use in fire protection
systems only

e Reduces installation
time up to 60%

Available with hot dipped
galvanized finish

e Proprietary gasket design

Rated up to

365 psi/2517 kPa — see
submittal publication
10.61 for complete
performance ratings

e Sizes from
1¥4-4"/32—-100mm

o

ictaulic

@ Bolt/Nut
No. - Size Dimensions — Inches/mm

17 1.660 365 790 0.10 2 -%x2 295 4.77 2.70 4.63 193 14
32 424 2517 3514 2.54 -M10x 2 75 121 69 18 49 0.7
1% 1.900 365 1035 0.10 2 -%x2 319 4.97 294 4.79 193 15
40 483 2517 4604 2.54 -M10x 2 81 126 75 122 49 0.7
2 2.375 365 1616 0.12 2 -%x2 379 5.53 345 542 193 19
50 60.3 2517 7193 3.05 -M10x 2 96 140 88 138 49 09
2% 2.875 365 2370 0.12 2 -%x20 4.29 6.09 392 5.85 193 21
65 73.0 2517 10542 3.05 -M10x 27 109 155 100 149 49 1.0
761 mm 3.000 365 2580 0.12 2 -%x2 % 4.40 6.31 4.05 590 193 21
' 76.1 2517 11476 3.05 -M10x 27 112 160 103 150 49 1.0
3 3.500 365 3512 0.12 2 -%x2"% 491 6.70 4.55 6.46 193 23
80 88.9 2517 15622 3.05 -M10x 27 125 170 116 164 49 1.0
4 4.500 365 5805 0.17 2 -¥%x2% 595 7.82 5.54 747 214 29
100 114.3 2517 25822 432 -M10x 27 151 199 141 190 55 13

* Working Pressure and End Load are total, from all internal and external loads, based on standard weight (ANSI)
steel pipe, standard roll or cut grooved in accordance with Victaulic specifications. See page 1 of this document for
Listed/Approved ratings on other pipe.

WARNING: FOR ONE TIME FIELD TEST ONLY, the Maximum Joint Working Pressure may be increased to 1% times
the figures shown in the chart on page 1, specific to pipe schedule and size.

t The allowable pipe separation dimension shown is for system layout purposes only. FireLock EZ® couplings are
considered rigid connections and will not accommodate expansion or contraction of the piping system.

@ Number of bolts required equals number of housing segments.

IMPORTANT NOTES:

When assembling FireLock EZ couplings onto end caps, take additional care to make certain the end cap is
fully seated against the gasket end stop. For FireLock EZ Style 009H couplings, use FireLock® No. 006 end caps
containing the “EZ" marking on the inside face or No. 60 end caps containing the “QV EZ" marking on the inside
face. Non-Victaulic end cap products should not be used with Style 009H couplings.

< Z->]

PRE-ASSEMBLED INSTALLED




Couplings

Fll'e LOCk® Max. Work Allow. Pipe Approx.
R. d C | Size Pressure § * End Sep. t* Dimensions — Inches/mm Wgt. Each
Igl Oup lng Nominal Actual
Size Outside Dia.
STYLE 005 Inches Inches psi
) mm mm kPa
For Complete Information Va 1660 350 755 005 275 450 1.88 12
Reques‘[ Pub“ca’[‘on 10_02 32 424 2410 3370 1.2 70 114 48 0.5
1% 1.900 350 990 0.05 3.00 475 1.88 12
40 483 2410 4415 12 76 121 48 05
2 2375 350 1550 0.07 3.50 525 1.88 16
50 60.3 2410 6900 17 89 133 48 07
21 2.875 350 2270 0.07 400 575 1.88 19
65 730 2410 10110 17 102 146 48 09
T 3.000 350 2475 0.07 413 575 1.88 19
: 76.1 2410 11010 17 105 146 48 09
3 3.500 350 3365 0.07 463 6.13 1.88 21
80 889 2410 14985 17 118 156 48 10
4% 4500 350 5565 0.16 575 7.25 213 31
100 114.3 2410 24770 41 146 184 54 14
ra 4.250 300 4255 0.16 563 7.25 213 31
<a> Vds T
@ ® A0 108.0 2065 18940 41 143 184 54 14
. 5 5563 300 7290 0.16 6.88 9.00 213 45
* Unique angle-pad 125 1413 2065 32445 41 175 229 54 20
design for rigidity B 5250 300 6495 016 6.63 9.00 213 45
) : 1330 2065 28900 41 168 229 54 20
* Allows supporting/ - 5500 300 7125 016 6.88 2,00 213 48
hanglng same as Welded : 139.7 2065 31715 4.1 175 229 54 22
: 6 6.625 300 10340 0.16 8.00 10.00 213 50
or threaded in 150 168.3 2065 46020 41 203 254 54 23
accordance with . 6.250 300 9200 016 763 10.00 213 55
NFPA-13 requirements : 159.0 2065 40955 41 194 254 54 25
YR e 6.500 300 9955 0.16 8.15 10.00 213 55
° For use in f|re protechon 165.1 2065 44295 41 207 254 54 25
; gl** 8625 300 17525 0.19 10.50 1313 263 13
services only 200 2191 2065 78000 48 267 334 67 5]
[ ]

galvanized finish § Style 005 couplings are VdS and LPCB Approved to 12 Bar/175 psi.
* Refer to General Notes on pg.3-1.

e Pressure rated up to
** Korea MPI Approved

350 psi/2410kPa

e Sizes from
1% -8"/32-200mm

| Y | ‘HZH
e

114
\h=w

TYPICAL FOR ALL SIZES

Available with hot dipped  + ro; field installation only. FireLock Style 005 couplings are essentially rigid and do not accommodate expansion/contraction.

\A:t.a—ulic WWW.VICTAULIC.COM
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SECTION 3: COUPLINGS

3-

Couplings

Zero-Flex®
Rigid Coupling
STYLE 07

For Complete Information
Request Publication 06.02

@ <@ @9 (o @ &
¢ Angled-pad design
for rigidity
e Resists flexural
and torsional loads

e Pressure rated up to
500 psi/3450kPa

e Sizes from
1-12"725-300mm

5 \A:t.aulica

Max. Work Allow. Pipe Approx.
Size Pressure § End Sep. * Dimensions — Inches/mm Wgt. Each
Nominal Actual
Size Outside Dia.
Inches Inches psi
mm mm kPa
1 1315 500 679 005 236 422 184 16
25 337 3450 3020 12 60 107 47 07
14 1660 500 1082 005 269 462 184 16
32 424 3450 4813 12 68 17 47 07
11 1900 500 1417 0.05 294 581 184 16
40 483 3450 6305 12 75 148 47 07
2 2375 500 2214 0.07 335 578 184 23
50 60.3 3450 9852 17 85 147 47 10
2% 2875 500 3244 0.07 3.88 638 184 26
65 73.0 3450 14437 17 98 162 47 12
3.000 500 3533 0.07 421 6.61 184 36
A i 76.1 3450 15720 17 107 168 47 16
3 3,500 500 4808 0.07 454 6.81 184 30
80 88.9 3450 2139 17 15 173 47 14
40 4500 500 7948 016 5.81 8.21 207 53
100 14.3 3450 35369 41 148 209 53 24
4250 500 7090 016 556 798 207 52
QTR 108.0 3450 31548 41 141 203 53 24
5 5.563 500 12147 016 703 9.89 207 74
125 141.3 3450 54053 41 179 251 53 34
5250 500 10818 016 6.69 9.60 207 74
EEMRIR 1330 3450 48141 41 170 244 53 34
5500 500 11873 016 6.94 9.82 207 76
B/ AlI 1397 3450 52835 41 176 249 53 34
6 6.625 500 17227 016 8.26 10.83 207 83
150 168.3 3450 76660 41 210 275 53 38
6.250 500 15332 016 7.84 10.54 207 92
XA 1500 3450 68228 4 199 268 53 42
6,500 500 16583 016 813 10.84 207 83
(S Al 1651 3450 73795 4 207 275 53 38
g * 8625 450 26278 019 10.54 13.74 251 15
200 2191 3100 116939 48 268 349 64 638
10 #@ 10.750 400 36287 013 12.86 16.98 256 235
250 2730 2750 161475 33 327 431 65 10.7
12 t@ 12.750 400 51045 013 14.86 18.88 256 282
300 3239 2750 227149 33 377 480 65 12.8

$ Pressure ratings for Victaulic couplings used in services other than fire protection will differ from the ratings published here.
Please consult the individual product submittal for specific pressure rating information.

* Refer to General Notes on pg.3-1.

# Couplingsin 8'7200mm, 10"/250mm and 12"/300mm sizes are approved for JIS piping standards
@ Only couplings in 10"7250mm and 12'/300mm sizes are approved for use in China

** Korea MPI Approved

Y [« Z—>|
TN

q

N

TYPICAL FOR ALL SIZES

WWW.VICTAULIC.COM



Couplings

Sta ﬂda I’d Max. Work Max. End Allow. Pipe Approx.
Fl bl C | Size Pressure i Load * End Sep. * Dimensions — Inches/mm Wgt. Each
eXI e OU p Ing Nominal Actual
Size Outside Dia.
STYLE 77 Inches Inches psi
) mm mm kPa
For Complete Information Ya 1.050 1,000 865 0-006 213 400 175 11
1 1.315 1,000 1,360 0-0.06 2.38 412 1.75 12
25 334 6900 6050 0-16 61 105 44 0.5
1a 1.660 1,000 2,160 0-0.06 2.65 5.00 1.88 20
32 42.2 6900 9610 0-16 67 127 48 09
12 1.900 1,000 2,835 0-0.06 3.13 538 1.88 2.1
40 483 6900 12615 0-16 79 137 48 1.0
2 2.375 1,000 4,430 0-0.06 3.63 5.88 1.88 26
50 60.3 6900 19715 0-16 92 149 48 12
22 2.875 1,000 6,490 0-0.06 4.25 6.50 1.88 3.1
65 73.0 6900 28880 0-16 108 165 48 14
761 mm 3.000 1,000 7,070 0-0.06 438 6.63 1.88 32
' 76.1 6900 31460 0-16 M1 168 48 1.5
. _ 3 3.500 1,000 9,620 0-0.06 5.00 7.13 1.88 37
@@ (= 80 889 6900 46810 0-16 127 181 48 17
VNIIPO'
4 %% 4.500 1,000 15,900 0-013 6.13 8.88 213 6.7
e Cross-ribbed 100 14.3 6900 70755 0-32 156 226 54 30
H i 4.250 1,000 14,180 0-013 6.00 8.63 213 11.0
construction design 1080mm 108.0 6900 63100 0-32 152 219 54 50
° i ihili 5 5563 1,000 24,300 0-013 7.75 10.65 213 106
PrOVIde_S ﬂeXIblllty for 125 1413 6900 108135 0-32 197 270 54 48
expansion, contraction, 133.0mm 5.250 1,000 21635 0-013 763 1038 213 100
and deflection ‘ 133.0 6900 96275 0-32 194 264 54 45
1397 mm 5.500 1,000 23,745 0-013 8.63 10.65 213 100
e Pressure rated up to ‘ 139.7 6900 105665 0-32 219 270 54 45
i 6 6.625 1,000 34,470 0-013 8.63 11.88 213 120
500 pSI/345O kPa 150 168.3 6900 153390 0-32 219 302 54 54
o S 6.250 1,000 30,665 0-013 8.63 11.50 213 132
3S/|Z€§ 2f [/Ozng) 300 159.0mm 1590 6900 136460 0-32 219 292 54 60
4= - mm 165.1 mm 6.500 1,000 33,185 0-0.13 8.88 11.63 213 132
: 165.1 6900 147660 0-32 226 295 54 6.0
8# 8.625 800 46,740 0-0.13 11.00 14.75 250 20.8
200 2191 5500 207995 0-32 279 375 63 94
10 # 10.750 800 73,280 0-0.13 13.63 1713 263 31.1
250 273.0 5500 326100 0-32 346 435 67 14.1
12# 12.750 800 102,000 0-013 15.63 19.25 263 278
300 3239 5500 453900 0-32 397 489 67 126

+ Pressure ratings for Victaulic couplings used in services other than fire protection will differ from the ratings published here.
Please consult the individual product submittal for specific pressure rating information.

* Refer to General Notes on pg.3-1.
# Couplingsin 8'7200mm, 10"/250mm and 12"/300mm sizes are approved for JIS piping standards
** Korea MPI Approved

TYPICAL FOR ALL SIZES

\A:t.a—ulic WWW.VICTAULIC.COM

SONITdNOD € NOILIAS



Couplings

Flexible Coupling
STYLE 75

For Complete Information
Request Publication 06.05

@ e @9 [

e
e For use where moderate
pressures are expected

and weight considerations
are flexibility factors

* 50% lighter in weight
than Style 77

e Pressure rated up to
500psi/3450kPa

e Sizes from
1-8"725-304.8mm

SECTION 3: COUPLINGS

4y \A:t.aulid

Max. Work Allow. Pipe Approx.
Size Pressure * End Sep. * Dimensions — Inches/mm Wgt. Each
Nominal Actual
Size Outside Dia.
Inches psi
1 1315 500 680 0-006 238 427 177 13
25 334 3450 3025 0-16 61 108 45 06
14 1660 500 1,080 0-006 268 461 177 14
32 422 3450 4805 0-16 68 17 45 06
11 1900 500 1420 0-006 291 482 177 15
40 483 3450 6320 0-16 74 122 45 06
2 2375 500 2,215 0-006 343 522 188 17
50 60.3 3450 9860 0-16 87 133 48 08
2V, 2875 500 3,245 0-006 3.88 568 188 19
65 73.0 3450 14440 0-16 98 144 48 09
261 mm 3.000 500 3,535 0-006 400 590 188 19
: 76.1 3450 15730 0-16 102 150 48 09
3 3,500 500 4,800 0-006 450 7.00 188 29
80 88.9 3450 21360 0-16 14 178 48 13
31, 4000 500 6,300 0-006 500 750 188 29
90 1016 3450 28035 0-16 127 191 48 13
40 4500 500 7950 0-013 5.80 8.03 213 41
100 114.3 3450 35380 0-32 147 204 54 19
4250 450 6,380 0-013 5.55 779 213 37
oo 108.0 3100 28395 0-32 141 198 54 17
170mm 5000 450 8,820 0-013 613 943 213 55
d 1270 3100 39250 0-32 156 240 54 25
5 5.563 450 10,935 0-013 6.88 10,07 213 58
125 141.3 3100 48660 0-32 175 256 54 26
5.250 450 9,735 0-013 6.55 9.37 213 60
1330mm 1330 3100 43325 0-32 166 238 54 27
5.500 450 10,665 0-013 6.80 9.59 213 63
139.7mm 1397 3100 47460 0-32 173 244 54 29
6 6625 450 15,525 0-013 8.00 1107 213 70
150 168.3 3100 69085 0-32 203 281 54 32
6.000 450 12,735 0-013 738 1048 188 62
B2 1524 3100 56670 0-32 187 266 48 28
6250 450 13,800 0-013 763 10,49 213 68
DA 1500 3100 61405 0-32 194 266 54 31
1651 mm 6.500 450 14,940 0-013 7.84 1066 206 72
: 165.1 3100 66483 0-32 199 271 52 33
g 8.625 450 26,280 0-013 10.34 1397 232 124
200 2191 3100 116945 0-32 263 355 59 56

* Refer to General Notes on pg.3-1.
** Korea MPI Approved

TYPICAL FOR ALL SIZES

WWW.VICTAULIC.COM



CARBON STEEL PIPE — GROOVED COUPLINGS

06.19

QuickVic® Rigid Coupling for Steel

STYLE 107

DIMENSIONS

‘f 7>

]
vl

STYLE 107 PRE-ASSEMBLED
(INSTALLATION-READY CONDITION)

|« Z>|

STYLE 107 JOINT ASSEMBLED

Size
Actual
Nominal | Outside
Size Diameter
Inches/ Inches/
mm mm
2 2.375
50 60.3
2% 2.875
65 73.0
76 mm 3.000
76.1
3 3.500
80 889
4 4.500
100 114.3
5.500
1397 mm  139.7
5 5.563
125 141.3
6 6.625
150 168.3
6.500
165.1 mm 165.1
8 8.625
200 2191

Inches/
mm

0.12
31

0.12
31
0.12
3.1
0.12
31
0.21
53
0.26
6.60
0.21
53
0.21
53
0.2
5.08

0.21
5.30

@ Bolt/Nut

No. - Size
Inches/

2

2
2
2
2
2
2

mm

_¥x3
M12x 3

_%x3
M12x 3

-MI12x3

_%x3
M12x 3

_%x3
M12x3

- M16x3%

_%x3%

M16 x 3%

- %x3%

- M16x3%

_ kx4
M16 x 4

Dimensions - Inches/mm

Pre-assembled

(Installation-ready

condition)

4.08
104
4.61
17
4.74
120
5.18
132
6.43
163
7.58
190
748
190
8.65
220
8.7
221

10.55
268

6.15
156

6.77
172
6.99
178
742
188
8.84
225
10.52
264
10.50
267
11.54
293
11.65
296

13.74
349

3.66
93

4.16
106
438
m
4.82
122
6.03
153
7.33
172
706
180
8.21
209
8.46
215

10.17
258

Joint Assembled

598
152
6.54
166
6.82
173
713
181
843
214
10.40
260
1091
277
1.12
282
11.57
294

13.62
346

193
49
1.94
49
1.94
49
194
49
213
54
213
54
213
54
213
54
213
54

2.67
68

2.7
1.2
31

14
33
1.5
35
1.6
5.1

2.3
6.0
27
6.8
31

8.2
37
79
36

9.1
4.1

T The allowable pipe separation dimension shown is for system layout purposes only. Style 107 QuickVic rigid couplings

are considered rigid connections and will not accommodate expansion or contraction of the piping system.
@ Number of bolts required equals number of housing segments.

WARNING: Depressurize and drain the piping system before attempting to install, remove or adjust any Victaulic piping

products.

www.victaulic.com

VICTAULIC IS A REGISTERED TRADEMARK OF VICTAULIC COMPANY. © 2008 VICTAULIC COMPANY. ALL RIGHTS RESERVED.
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STYLE 99

Style 99 Roust-A-Bout couplings are designed with heavy housings and grips to provide
a strong component for joining plain and beveled end, including Schedule 80 steel pipe
and Victaulic plain end fittings. Roust-A-Bout couplings are not designed for use on plastic
pipe, pipe with brittle linings, cast or ductile iron pipe nor any pipe with a surface hardness

greater than 150 Brinell.

l!l.@

SEE VICTAULIC PUBLICATION 10.01 FOR DETAILS

Pipe is secured together by heavy jaws, which are set into the housing. All sizes are

supplied with painted housings and plated nuts and bolts. Galvanized housings are 1% - 12" SIZES 14 - 18" SIZES
available.
( v
Style 99 Roust-A-Bout couplings must be assembled with nuts tightened to full torque i 3 g
specifications. NP
Exaggerated for clarity Exaggerated for clarity
1Y% - 18" SIZES 1"; 76.1 & 139.7MM SIZES

MATERIAL SPECIFICATIONS

Housing: Ductile iron conforming to ASTM A-536, grade 65-45-12. Ductile iron conforming to ASTM
A-395, grade 65-45-15, is available upon special request.

Housing Coating: Orange enamel.

Optional: Hot dipped galvanized and others.

Jaws: Carbon steel, case hardened, electroplated, except sizes 1'; 76.1 mm and 139.7 mm, which
utilize stainless steel, Type 416, hardened.

Gasket: (specify choice*)

Grade “E” EPDM

EPDM (Green color code). Temperature range —30°F to +230°F/-34°C to +110°C.
Recommended for cold and hot water service within the specified temperature range plus a
variety of dilute acids, oil-free air and many chemical services. UL classified in accordance
with ANSI/NSF 61 for cold +86°F/+30°C and hot +180°F/+82°C potable water service. NOT
RECOMMENDED FOR PETROLEUM SERVICES.

Grade “T” nitrile

Nitrile (Orange color code). Temperature range —20°F to +180°F/-29°C to +82°C.
Recommended for petroleum products, air with oil vapors, vegetable and mineral oils within the
specified temperature range. Not recommended for hot water services over +150°F/+66°C or
for hot dry air over +140°F/+60°C.

* Services listed are General Service Recommendations only. It should be noted that there are
services for which these gaskets are not recommended. Reference should always be made to
the latest Victaulic Gasket Selection Guide for specific gasket service recommendations and for a
listing of services which are not recommended.

Bolts/Nuts/Washers: Heat-treated plated carbon steel, trackhead meeting the physical and chemical
requirements of ASTM A-449 and physical requirements of ASTM A-183. The 6'7/150mm and
larger sizes are supplied with hardened steel washers meeting ASTM F-436 Type 3 (weathering

steel).
JOB/OWNER CONTRACTOR ENGINEER
System No. Submitted By Spec Sect Para
Location Date Approved
Date
www.victaulic.com \/Ct lic
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Couplings

Red UC'ng COU pl | ﬂg Max. Work Allow. Pipe Approx.
Size Pressure * End Sep. * Dimensions — Inches/mm Wgt. Each
STYLE 750 T
. Size
For Complete Information Inches b
Request Publication 06.08 i =
q 2 350 1,000 0-007 338 528 1.88 27
50 25 2410 4450 0-18 85 134 48 12
1 350 1,000 0-007 338 528 1.88 20
k 40 2410 4450 0-18 85 134 48 10
2% 2 350 2215 0-007 400 593 1.88 31
65 50 2410 9850 0-18 102 151 48 14
o1 x 2 350 1,550 0-007 438 6.00 1.88 46
: 50 2410 6900 0-18 m 152 48 2.
30, 2 350 1,550 0-0.07 475 713 1.88 49
80 50 2410 6900 0-18 121 181 48 22
2 350 3,250 0-0.07 475 713 1.88 43
65 2410 14460 0-18 121 181 48 20
350 2,275 0-0.07 475 713 1.88 42
®@ @ B % W@ 2410 10125 0-18 121 18] 48 19
o 42 350 1,550 0-013 6.25 890 225 8.1
e Direct reduction on 100 50 2410 6900 0-32 159 226 57 37
the pioi 2 350 2,275 0-013 6.25 890 225 86
€ pipmg run 65 2410 10125 0-32 159 226 57 39
. 3 350 4,810 0-0.13 6.00 890 225 67
* Designed to replace 80 2410 21400 0-32 152 226 57 30
two couplings and a 43 % 761 350 2,275 0-0.13 6.25 890 225 69
reducing fitting : : 2410 10125 0-32 159 226 57 ER
500, 4 350 5,565 0-0.13 718 10.70 213 1.2
e Special reducing 125 100 2410 24765 0-32 182 272 54 5.
6 4 350 5,565 0-013 863 1190 225 167
gasket for pressure 150 100 2410 24765 0-32 219 302 57 76
responsive sealing 5 350 8,500 0-013 831 1190 225 129
125 2410 37825 0-32 211 302 57 59
* Pressure rated up to o1 x4 350 5,565 0-013 8.63 11.90 225 152
350 psi/2410kPa : 100 2410 24765 0-32 219 302 57 69
8 6 350 12,000 0-013 10.81 14.88 2.50 224
e Sizes from 200 150 2410 53400 0-32 275 378 64 10.2
2x 1'/50x25mm through = Refer to General Notes on pg.3-1.
8x67200x150mm IMPORTANT NOTES:

No. 60 Cap is not for use in vacuum services with Style 72 or 750 couplings. No. 61 bull plug should be used.

TYPICAL FOR ALL SIZES

\A:t.a—ulic WWW.VICTAULIC.COM
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COUPLINGS

Couplings

FireLock® Flange
Adapter

ANSI Class 150
PN10

JIS 10K

STYLE 744

& <@

e Directly incorporates ANSI
Class 150, PN10, JIS 10K
or ANSI Class 300, PN16,
JIS 20K bolt hole patterns
into a grooved system

e Hinged for easy handling
with integral end tabs
which facilitate assembly

e Small teeth inside the key
shoulder inside diameter
prevent rotation

e Pressure rated up to
175psi/1200kPa

Sizes from
2-8"/50-200mm

o

ictaulic

Max. Work Sealing Approx.
Pressure * Surface Dimensions Wgt. Each
2 2.375 175 775 2.38 341 6.75 0.75 2.7
50 60.3 1200 3450 60 87 172 19 1.2
2% 2.875 175 1135 2.88 391 7.88 0.88 4.2
65 73.0 1200 5050 73 99 200 22 19
3 3.500 175 1685 3.50 4.53 844 0.94 4.8
80 889 1200 7500 89 15 214 24 2.2
4 4.500 175 2780 4.50 553 9.94 0.94 71
100 114.3 1200 11045 14 141 252 24 3.2
5 5.563 175 4250 5.56 6.71 11.00 1.00 8.3
125 141.3 1200 18920 141 171 279 25 3.8
6 6.625 175 6030 6.63 778 12.00 1.00 9.3
150 168.3 1200 26840 168 198 305 25 4.2
8 8.625 175 10219 8.63 9.94 14.63 113 139
200 2191 1200 45475 219 252 372 29 6.3

* Working Pressure and End Load are total, from all internal and external loads, based on standard weight steel pipe,
standard roll or cut grooved in accordance with Victaulic specification. Contact Victaulic for performance on other
pipe.

IMPORTANT NOTES

WARNING: For one time field test only, the Maximum Joint Working Pressure may be increased to 1% times the

figures shown.

Style 744 FireLock Flange adapters provide rigid joints when used on pipe with standard roll or cut groove dimensions
and consequently allow no linear or angular movement at the joint.

WARNING: Depressurize and drain the piping system before attempting to install, remove, or adjust any Victaulic
piping products.

Style 744 FireLock Flange adapters provide rigid joints when used on pipe with standard cut or roll groove dimensions
and consequently allow no linear or angular movement at the joint. When used with Victaulic Series 765/705W/707
butterfly valves, plastic pipe or lightwall metallic pipe, small teeth in inside diameter of key section should be
removed and may be used on one side of the valve.

Remove to mate
to flat-faced

ozl

STYLE 744 AND STYLE 741 STYLE 743
TYPICAL FOR ALL SIZES TYPICAL FOR ALL SIZES

Orange area of mating face must be free from gouges, undulations or
deformities of any type for effective sealing.



Couplings

VlC‘ Fla ﬂge® Ada ptel' Max. Work Sealing Approx.
Pressure * Surface Dimensions Wgt. Each
ANSI Class 300
J |S 20K 2 2375 300 1,330 2.38 341 6.75 0.75 3.1
50 60.3 2065 5920 60 87 172 19 14
STYLE 741
2% 2.875 300 1,950 2.88 391 7.87 0.88 48
65 73.0 2065 8680 73 99 200 22 2.1
3 3.500 300 2,885 3.50 4.53 8.29 0.94 53
80 889 2065 12840 89 115 211 24 24
4 4.500 300 4,770 4.50 5.53 9.87 094 74
100 1143 2065 21225 114 141 251 24 34
5 5563 300 7,290 5.56 6.71 10.90 1.00 86
125 1413 2065 32440 141 171 277 25 39
6 6.625 300 10,350 6.63 778 11.90 1.00 9.9
150 168.3 2065 46060 168 198 302 25 45
165.1 mm 6.500 300 9,960 6.50 7.66 11.92 1.00 10.0
: 165.1 2065 44320 165 195 303 25 45
8 8.625 300 17,500 8.63 9.94 14.50 113 16.6
200 2191 2065 77875 219 252 368 29 75
<q> @ @ 10 10.750 300 27215 10.75 1231 1724 119 242
250 273.0 2065 121110 273 313 438 30 11.0
e Directly incorporates 12 12.750 300 38,285 1275 1431 20.25 1.25 46.8
y p 300 3239 2065 170270 324 364 514 32 21.2
ANSI Class 150 PN10
JIS 10K or ANSI Class * Refer to Publication 06.06 for more details.
300 PN16 JIS 20K IMPORTANT NOTES:
flanged components Style 741 Vic-Flange adapters provide rigid joints when used on pipe with standard cut or roll groove dimensions

and consequently allow no linear or angular movement at the joint. When used with Victaulic Series 765/705W/707
butterfly valves, plastic pipe or lightwall metallic pipe, small teeth in I.D. of key section should be removed and
may be used on one side of the valve. Total bolts required to be supplied by installer, may be ordered from
Victaulic Company.

into a grooved system

e Pressure rated up to
250psi/1725kPa

e Sizes from
2—-12"/50-300mm (hinged)

For restrictions on where and how Vic-Flange adapters and flange washers can be used, refer to Publication 06.06.

VlC‘ Fla ﬂge Ada ptel' Max. Work Sealing Approx.
Pressure * Surface Dimensions Wgt. Each
ANSI Class 300
‘J IS 2OK 2 2.375 720 3,190 2.38 34 7.70 093 4.8
50 60.3 4960 14200 60 87 196 24 22
STYLE 743
2/ 2.875 720 4,670 2.88 391 8.61 1.06 74
65 73.0 4960 20780 73 99 219 27 34
3 3.500 720 6,925 3.50 4.53 948 1.18 9.1
80 889 4960 30815 89 15 241 30 4.1
4 4500 720 11,445 450 5.53 1.35 131 153
100 1143 4960 50930 114 141 288 33 6.9
5 5.563 720 17,500 5.56 6.72 12.31 143 177
125 1413 4960 77875 141 171 313 36 8.0
6 6.625 720 24,805 6.63 7.78 13.77 1.50 234
150 168.3 4960 110380 168 198 350 38 106
8 8.625 720 42,045 8.63 9.94 16.68 1.68 343
200 219.1 4960 187100 219 252 424 43 156
10 10.750 720 65,315 10.75 12.31 19.25 193 483
250 273.0 4960 290650 273 313 489 49 219
@ @ @ 12 12.750 720 91,880 12.75 14.31 2225 2.06 70.5
300 3239 4960 408870 324 363 565 52 320
e Pressure rated up to ; N ; et
; * Refer to Publication 06.06 for more details.
500psi/3450kPa
. IMPORTANT NOTES:
* Sizes from Style 743 Vic-Flange must be ordered as a factory assembly when connected to a Victaulic fitting or valve.
2-12"/50-300mm Contact Victaulic for details. Total bolts required to be supplied by installer, may be ordered from Victaulic.

For restrictions on where and how Vic-Flange adapters and flange washers can be used, refer to Publication 06.06.

\/Ct.aulnc"
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Fittings

FireLock® Elbows, Tee and Cap

NO. 001 90° Elbow
NO. 003 45° Elbow
NO. 002 Straight Tee

NO. 006 Cap

Wew e @

Size

1a
32

172
40

2
50

2/
65
761 mm
3
80
4
100
108.0mm
5
125
6
150
159.0mm

8
200

VNIPO

1660
204

1.900
483

2.375
60.3

2.875
73.0

3.000
76.1

3.500
889

4.500
114.3

4.250
108.0

5.563
1413

6.625
168.3

6.250
158.8

8.625
2191

2.75
70

3.00
76
3.00
76
3.38
86
4.00
102
4.00
102

4.88
124

5.50
140

5.50
140

6.81
173

NO. 001*

No. 001
90° Elbow

17
0.8

31
14

330
1.5

4.0
1.8

6.7
30

57
26

12.6
5.7

183
8.3

12.6
5.7

255
11.6

2.00
51

2.25
57
2.25
57
2.50
64
3.00
76
3.00
76

3.25
83

3.50
89

3.50
89

4.25
108

NO. 003*

No. 003
45° Elbow

0.8

2.2
1.0

24

31
14

56
25

5.1
23

8.3
38
1.7
53

9.2
4.2

204
9.3

2.75
70

3.00
76

338
86

4.00
102
4.00
102

4.88
124

5.50
140

5.50
140

6.94
176

Setauie:

FlreLock

NO. 002*

No. 002
Straight Tee

24

36
1.6

53
24

8.7
39

75
34

15.7
71

22.7
10.3
179
8.0

38.7
17.6

0.8
21

0.82
21

0.88
22

0.88
22

0.88
22

1.00
25

1.00
25

1.00
25

113
29

jeT

NO. 006*

No. 006
Cap

0.3
0.1

04
0.2

0.6
0.3

1.0
0.5

1.2
0.5

24

4.1
59
2.7

12.7
5.8

ictaul

)

C

See individual fitting submittals and publication 10.01 for approvals.

SONILLIA



CARBON STEEL PIPE - GROOVED FITTINGS 07 -0 1

Grooved End Fittings

DIMENSIONS

Elbows

NO. 10 90° Elbow
NO. 11 45° Elbow
NO. 12 22%° Elbow

NO. 13 11%° Elbow \.\\ T b Ctof
EtoE

. i
NO. 100 90° Long Radius ‘ :
o . - Cro > — ! AN
NO. 110 45° Long Radius ! —— Ctof
N ¥
CtoE "«
A CtoE
/» CtoE
1 —
NO. 11 NO. 12 NO. 13 NO. 100 NO. 110
No. 12 No. 13 No. 110}
22Y%° Elbow 11%° Elbow
Approx. Approx.
CtoE Wgt. Each CtoE Wgt. Each
Lbs. Lbs.
kg kg kg
% 1.050 . . 1.50 0.5 1.63sw o 1.38sw - o N - o
20 269 . 38 0.2 41 35
1 1315 . ! 175 0.6 325@ 0.6 1.38sw 03 B o o o
25 337 . 44 03 83 03 35 0.1
1 1.660 275 1.0 175 09 175 08 1.38sw 0.5 o o - o
32 424 70 0.5 44 04 44 04 35 0.2
11 1.900 275 1.2 175 09 175 08 1.38sw 0.5 o o - o
40 483 70 0.5 44 04 44 04 35 0.2
2 2375 3.25 18 2.00 13 375@ 14 138 10 438 25 275 18
50 60.3 83 0.8 51 0.6 95 0.6 35 0.5 m 11 70 0.8
21 2.875 375 32 225 22 400 @ 23 1.50 11 513 34 3.00 2.8
65 73.0 95 15 57 1.0 102 1.0 38 0.5 130 15 76 13
761 mm 3.000 375 37 225 34 224 o 1.50 - o o - o
: 76.1 95 17 57 15 57 38
3 3.500 425 45 2.50 31 450 @ 3.1 1.50 2.1 5.88 6.0 3.38 49
80 889 108 2.0 64 14 14 14 38 1.0 149 27 86 22
31 4.000 450 56 275 43 2.50sw 40 1.75sw 27 B o o o
90 101.6 14 25 70 20 64 18 44 1.2
4 4500 5.00 71 3.00 56 2.88 56 175 3.6 750 123 400 73
100 143 127 3.2 76 25 73 25 44 16 191 56 102 33
4250 5.00 1.0 3.00 56
1080mm | 4080 127 50 76 25 - - - - - - - -
4% 5.000 5.25 sw 10.0 313 sw 6.0 3.50 6.6 1.88sw 42 o o o o
120 127.0 133 4.5 79 27 89 3.0 48 19
5 5.563 5.50 17 3.25 83 2.88sw 78 2.00sw 50 N 182 N 14.8
125 1413 140 53 83 38 73 35 51 22 83 6.7
5.250 5.50 17 325 8.3
1330mm | 93345 140 53 83 338 - - - - - - - -
1397 mm 5.500 5.50 17 3.25 83 2.87 o 2.00 o o - - -
. 139.7 140 53 83 38 73 51
6 6.625 6.50 172 3.50 10.8 625@ 122 2.00 70 10.75 304 5.50 174
150 168.3 165 7.8 89 49 159 5.5 51 3.2 273 13.8 140 79
1590 mm 6.250 6.50 186 3.50 10.8 - o N - B o - -
: 159.0 165 84 89 49
1651 mm 6.500 6.50 15.5 3.50 98 313 14 2.00 74 10.75 29.0 5.50 19.0
: 165.1 165 70 89 44 79 5.2 51 34 273 13.2 140 8.6
@ Gooseneck design- end-toend dimension fittings in this size: contact your nearest Victaulic sales office:
1 Chinese standard sizes
Note: All fittings are ductile iron unless otherwise noted with an “sw” or “s" SW= Segmentally Welded- S= Carbon Steel
www.victaulic.com A e
ictaulic
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CARBON STEEL PIPE - GROOVED FITTINGS 07 -0 1

Grooved End Fittings

*f — CtoE—

—
R el
NG
m

>

Cto E)\ 4
XY CtoE
R CtoE
1 S
NO. 11 NO. 12 NO. 13 NO. 100 NO. 110

No. 11 No. 1007 No. 1107
90° Elbow 45° Elbow 22Y%° Elbow 11%° Elbow 90° Long Radius Elbow (S) | 45° Long Radius Elbow (S)
Nominal Actual Approx. Approx. Approx. Approx. Approx. Approx.
Size Outside Dia. Wgt. Each Wgt. Each CtoE Wgt. Each CtoE Wgt. Each Wgt. Each Wgt. Each
Inches Inches Lbs. Lbs. Inches Lbs. Inches Lbs. Lbs. Lbs.
mm mm kg kg mm kg mm kg kg kg
8 8.625 775 299 4.25 204 775 @ 20.0 2.00 10.1 14.25 66.0 7.25 36.0
200 2191 197 13.6 108 9.3 197 9.1 51 4.6 362 30.0 184 16.3
10 10.750 9.00 63.3 4.75 375 438 30.0 213 1.8 15.00 107.0 6.25 570
250 273.0 229 28.7 121 170 m 13.6 54 53 381 48.5 159 259
12 12.750 10.00 74.0 5.25 66.7 4.88 40.0 2.25 293 18.00 156.0 750 90.0
300 3239 254 336 133 30.3 124 18.1 57 133 457 70.8 191 40.8
14 # 14.000 14.00 136.0 5.75 65.0 5.00sw 46.0 3.50sw 320 21.00s 164.0 875s 82.0
350 355.6 3556 61.7 146 29.5 127 209 89 14.5 533 744 222 37.2
14.843 14.84 149.3 6.15 82.0
e 3770 376.9 677 156.2 372 - - - - - - - -
16 # 16.000 16.00 171.0 6.63 88.0 5.00sw 58.0 4.00sw 42.0 24.00s 210.0 10.00 s 100.0
400 4064 4064 776 168 399 127 26.3 102 19.1 610 95.3 254 454
16.772 16.77 198.6 6.95 101.3
460mmt| - Hep 4260 90. 176.5 459 - - - - - - - -
18 # 18.000 18.00 228.0 746 108.0 5.50sw 65.0 4.50sw 532 27.00s 273.0 11.255s 135.0
450 4570 457.2 1034 189 50.0 140 295 14 24.1 686 123.8 286 61.2
18.898 18.90 291.0 7.83 141.7
4800mm T 4g00 480.0 1320 19838 643 - - - - - - - -
20 # 20.000 20.00 298.0 8.28 138.0 6.00sw 786 5.00sw 65.0 30.00's 343.0 1250s 174.0
500 508.0 508.0 135.2 210 62.6 152 36.0 127 29.5 762 155.6 318 789
20.866 20.87 355.0 8.64 179.0
S300mm T o304 5300 161.0 2194 812 - - - - - - - -
24 # 24,000 24.00 438.0 994 221.0 7.00sw 140.0 6.00sw 60.0 36.00 s 516.0 15.00 s 2510
600 610.0 609.6 198.7 252 100.2 178 63.5 152 27.2 914 2341 381 1139
24.803 24.80 545.0 10.27 255.2
6300mmt| “g300 6300 2472 2610 1157 - - - - - - - -
3;8 B égo AGS" For AGS fitting information, see publication 20.05

@ Gooseneck design, end-to-end dimension

# For roll grooved systems, Victaulic offers the Advanced Groove System (AGS). For pricing and availability of cut groove fittings in this size, contact your
nearest Victaulic sales office.

1 Chinese standard sizes
Note: All fittings are ductile iron unless otherwise noted with an “sw” or “s" SW= Segmentally Welded- S= Carbon Steel

www.victaulic.com
VICTAULIC IS A REGISTERED TRADEMARK OF VICTAULIC COMPANY. © 2011 VICTAULIC COMPANY. ALL RIGHTS RESERVED.
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CARBON STEEL PIPE - GROOVED FITTINGS 07 -O 1

Grooved End Fittings

Tees, Crosses and True Wyes

NO. 20 Tee [ CtoE~| - GtEoﬁ
NO. 35 Cross ‘

NO. 33 True Wye HI |I
NO. 29M Tee with I

Threaded Branch

No. 35 No. 33 No. 29M
Cross (sw) True Wye (sw) Tee with Threaded Branch
Nominal Actual Approx. Approx. Approx. Approx.
Size Outside Dia. Weight Each Weight Each C to SE Weight Each Weight Each
Inches Inches Lbs. Lbs. Inches Lbs. Lbs.
mm mm kg kg mm kg kg
Ya 1.050 2.25 0.6 2.25 09 o o o 2.25 2.25 0.6
20 269 57 0.3 57 04 57 57 0.3
1 1.315 2.25 1.0 2.25 13 2.25 2.25 1.1 2.25 2.25 1.0
25 337 57 0.5 57 0.6 57 57 0.5 57 57 0.5
1Va 1.660 275 1.5 2.75 21 2.75 2.50 1.5 2.75 2.75 1.5
32 424 70 0.7 70 1.0 70 64 0.7 70 70 0.7
1% 1.900 2.75 20 2.75 25 2.75 2.75 1.8 2.75 2.75 20
40 483 70 09 70 1.1 70 70 0.8 70 70 09
2 2.375 3.25 3.0 3.25 3.8 3.25 2.75 25 3.25 4.25 3.00
50 60.3 83 14 83 1.7 83 70 1.1 83 108 14
2% 2.875 3.75 43 375 6.1 375 3.00 43 375 375 43
65 73.0 95 2.0 95 2.8 95 76 20 95 95 2.0
6] T 3.000 3.75 52 o o o o o 375 3.75 5.2(sw)
. 76.1 95 24 95 95 24
3 3.500 4.25 6.8 4.25 10.5 4.25 3.25 6.1 4.25 6.00 6.8
80 889 108 3.0 108 4.8 108 83 2.8 108 152 31
3% 4.000 4.50 (sw) 79 4.50 1.5 4.50 3.50 9.6 4.50 4.50 79 (sw)
90 101.6 14 3.6 14 52 14 89 44 14 14 73.6
108.0mm 4.250 5.00 15.5 o o o o o 5.00 5.00 15.5
’ 108.0 127 70 127 127 70
4 4.500 5.00 1.9 5.00 15.8 5.00 375 10.0 5.00 7.25 1.9
100 14.3 127 54 127 72 127 95 4.5 127 184 54
4% 5.000 5.25(sw) 15.0 5.25 18.5 o o o 525 525 15.0(sw)
120 127.0 133 6.8 133 84 133 133 6.8
5.250 5.50 17.8 5.50 5.50 17.8
IEEU0GR 1330 140 8.1 - - - - - 140 140 81
5.500 5.50 17.8 5.50 5.50 17.8
B/ Al 139.7 140 8.1 - - - - - 140 140 81
5 5.563 5.50 17.8 5.50 20.0 5.50 4.00 15.0 5.50 5.50 17.8 (sw)
125 141.3 140 8.1 140 91 140 102 6.8 140 140 8.1
159.0 mm 6.250 6.50 271 o o o o o 6.50 6.50 27.1
! 159.0 165 123 165 165 123
165.1 mm 6.500 6.50 22.0 6.50 28.0 o - o 6.50 6.50 220
. 165.1 165 10.0 165 12.7 165 165 10.0
6 6.625 6.50 257 6.50 28.0 6.50 4.50 22.3 6.50 6.50 25.7 (sw)
150 168.3 165 1.7 165 12.7 165 14 10.1 165 165 1.7
8 8.625 775 476 775 48.0 775 6.00 36.0 7.75 775 47.6 (sw)
200 219.1 197 216 197 21.8 197 152 16.3 197 197 21.6
10 10.750 9.00 99.0 9.00 1215 9.00 6.50 69.9 9.00 9.00 73.0
250 273.0 229 449 229 551 229 155 317 229 229 331
12 12.750 10.00 133.0 10.00 110.0 10.00 7.00 80.0 10.00 10.00 99.0
300 3239 254 60.3 254 49.9 254 178 36.3 254 254 449

Note: All fittings are ductile iron unless otherwise noted with an “sw” or “s" SW= Segmentally Welded- S= Carbon Steel

www.victaulic.com
VICTAULIC IS A REGISTERED TRADEMARK OF VICTAULIC COMPANY. © 2011 VICTAULIC COMPANY. ALL RIGHTS RESERVED.
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CARBON STEEL PIPE - GROOVED FITTINGS 07 -O 1

Grooved End Fittings

Tees, Crosses and True Wyes

NO. 20 Tee «Cto E»‘
NO. 35 Cross ‘
NO. 33 True Wye
NO. 29M Tee with
Threaded Branch

No. 35 No. 29M
Cross (sw) True Wye (sw) Tee with Threaded Branch
Nominal Actual Approx. Approx. Approx. Approx.
Size Outside Dia. Weight Each Weight Each C to SE Weight Each Weight Each
Inches Inches Lbs. Lbs. Inches Lbs. Lbs.
mm mm kg kg mm kg kg
14 # 14.000 11.00 145.0 11.00 198.0 11.00 750 134.2 o o o
350 355.6 279 65.8 279 89.8 279 191 60.8
14.000 11.00 145.0
S0 3556 279 65.3 - - - - - - - -
16 # 16.000 12.00 186.0 12.00 250.0 12.00 8.00 167.0 o o o
400 4064 305 844 305 134 305 203 75.7
16.000 12.00 186.0
4260mmt | 4064 305 844 - - - - - - - -
18 # 18.000 14.00 256.0 15.50 350.0 15.50 8.50 234.0 o o o
450 457.0 356 116.1 394 158.8 394 216 106.1
18.000 14.00 256.0
4800mmt | 47y 356 116. - - - - - - - -
20 # 20.000 15.00 339.0 17.25 452.0 17.25 9.00 281.0 o o o
500 508.0 381 153.8 438 205.0 438 229 1275
20.000 15.00 339.0
>300mmt | 555 381 153.8 - - - - - - - -
24 # 24,000 17.00 473.0 20.00 795.0 20.00 10.00 523.0 o o o
600 610.0 432 214.5 508 360.6 508 254 237.2
24.000 17.00 473.0
6300mmt | “ging 432 2145 - - - - - - - -
=24 AGS" For AGS fitting information, see publication 20.05
350 - 600 8°=2 g b B[ .

# For roll grooved systems, Victaulic offers the Advanced Groove System (AGS). For pricing and availability of cut groove fittings in this size, contact your
nearest Victaulic sales office.

T Chinese standard sizes

Note: All fittings are ductile iron unless otherwise noted with an “sw” or “s" SW= Segmentally Welded- S= Carbon Steel

IMPORTANT NOTE:

Fittings size 26 — 48'/650 — 1050 mm are available roll grooved for installation with Style 770 large diameter pipe couplings, Contact Victaulic for details.

www.victaulic.com
VICTAULIC IS A REGISTERED TRADEMARK OF VICTAULIC COMPANY. © 2011 VICTAULIC COMPANY. ALL RIGHTS RESERVED.
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CARBON STEEL PIPE - GROOVED FITTINGS 07 -O 1

Grooved End Fittings

Reducing Tee

NO. 25 Grooved Branch
NO. 29T Threaded Branch

NO. 25 NO. 29T
No. 29T Approx. Approx.
Size . w/ Thd. Branch Weight Each w/ Thd. Branch Weight Each
Nominal
CtoE Size CtoE
Inches Inches Inches
mm mm
4 4 1V 9.6
100 X 100 X 32 + + 44
1% 1V 1 13 1% 5.00 5.00 10.2
2 X 3 X s + + 06 40 127 127 46
1% 1% 3 1.5 2 5.00 5.00 1n.2
40 X 40 X 2 + + 0.7 50 127 127 5.
1 N . 15 21 5.00 5.00 14
25 0.7 65 127 127 52
1V N . 17 3 5.00 5.00 116
32 0.8 80 127 127 53
2 2 34 3.25 3.25 25 5 5 1 14.0
50 X 50 X 20 83 83 1] 125 % 15 % 25 + + 64
1 3.25 3.25 27 1% . 4 14.3
25 83 83 12 40 6.5
1% N N 18 2 5.50 (sw) 5.50 (sw) 145
32 0.8 50 140 140 6.6
1% 3.25 3.25(sw) 3.0 2% 5.50 5.50(sw) 15.2
40 83 83 14 65 140 140 6.9
21 21 % N N 39 3 5.50 5.50 (sw) 16.6
65 < 65 X 20 18 80 140 140 75
1 3.75 3.75 (sw) 38 4 5.50 5.50 (sw) 16.7
25 95 95 17 100 140 140 76
1% 42 6 6 1 230
EY) + + 17 150 X 150 X 25 + + 104
1% 3.75 3.75 39 1% N . 240
40 95 95 1.8 40 109
2 375 3.75 (sw) 45 2 6.50 6.50 216
50 95 95 2.0 50 165 165 9.8
3 3 % . N 57 21 6.50 6.50 214
80 X 80 X 20 26 65 165 165 17
1 425 425 6.1 14-24 . N ) -
25 108 108 o8 350 - 600 AGS For AGS fitting information, see publication 20.05
1312”‘ N 4 533-2 + Contact Victaulic for details.
o 225 425 (sw) 65 Note: All fittings are ductile iron unless otherwise noted with an “sw" or “s"
40 108 108 59 SW= Segmentally Welded- S= Carbon Steel
2 4.25 4.25 (sw) 6.2 IMPORTANT NOTE:
L 108 108 28 No. 29T Threaded Outlet Reducing Tees are supplied NPT and are available
26? ‘1‘-585 4-2150(§W) g-g with British Standard threads. For British Standard specify "BSP" clearly
: on order.
4 4 % 8.0
100 X 100 X 20 + + 36
1 5.00 5.00 7.8
25 127 127 35

www.victaulic.com
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CARBON STEEL PIPE - GROOVED FITTINGS

07.01

Grooved End Fittings

Reducing Tee

NO. 25 Grooved Branch

NO. 29T Threaded Branch

Size

Nominal
Size
Inches
mm

6 6 3
150 150

6% x 6%2 3
165.1 165.1

8 X 8 1%
200 200

10 3 10 1%
250 250

6.50
165

6.50
165

6.50
165

6.50
165

6.50
165
+

7.75 (sw)
197

+
7.75 (sw)

197

775
197

7.75 (sw)
197

775
197

7.75 (sw)
197
+

9.00 (sw)
229

+

+
9.00 (sw)
229

9.00 (sw)
229

9.00(sw)
229

9.00(sw)
229

No. 29T
w/ Thd. Branch

CtoE
Inches
mm
6.50
165

6.50
165

6.50
165

6.50 (sw)
165

6.50 (sw)
165

7.75 (sw)
197

7.75 (sw)
197

775
197

7.75 (sw)
197

775
197

775 (sw)
197

9.00(sw)
229

9.00(sw)
229

9.00(sw)
229

9.00 (sw)
229

9.00 (sw)
229

Approx.
Weight Each

26.5
12.0

250
1.3

23.2
10.5

24.0
109

250
1.3

33.0
15.0

335
15.2

39.0
177

336
15.2

41.8
19.0

34.0
154

42.3
19.2

48.0
21.8

62.0
28.1

62.0
28.1

624
283

60.0
27.2

61.0
277

520
236

590
26.8

64.7
29.3

No. 29T Approx.
w/ Thd. Branch Weight Each
Nominal
Size CtoE
Inches Inches
mm mm
12 12 1 770
300 % 300 X 25 + + 349
2 800
50 + * 36.3
2% 780
65 + * 354
3 10.00 (sw) 10.00 (sw) 82.0
80 254 254 372
4 10.00 (sw) 10.00 (sw) 800
100 254 254 36.3
5 10.00 (sw) 10.00 (sw) 75.0
125 254 254 340
6 10.00 (sw) 10.00 (sw) 75.0
150 254 254 340
8 10.00 (sw) 10.00 (sw) 80.0
200 254 254 363
10 10.00 (sw) 10.00 (sw) 84.0
250 254 254 381
#14 14 4 102.0
350 X 350 X 100 + + 463
6 108.2
150 + * 49,
8 11.00 11.00 1120
200 279 279 50.8
10 11.00 11.00 120.0
300 279 279 544
12 11.00 11.00 1291
300 279 279 586
#16 16 4 130.0
400 % 400 X 100 + + 500
=2 AGS " For AGS fitting information, see publication 20.05
350 - 600 862 J :

+ Contact Victaulic for details.

Note: All fittings are ductile iron unless otherwise noted with an “sw” or “s"
SW= Segmentally Welded- S= Carbon Steel

IMPORTANT NOTE:

No. 29T Threaded Outlet Reducing Tees are supplied NPT and are available
with British Standard threads. For British Standard specify "BSP" clearly

on order.

# For roll grooved systems, Victaulic offers the Advanced Groove System (AGS).

e

For pricing and availability of cut groove fittings in this size, contact your
nearest Victaulic sales office.

www.victaulic.com
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07.01

CARBON STEEL PIPE - GROOVED FITTINGS

Grooved End Fittings

Reducing Tee

NO. 25 Grooved Branch
NO. 29T Threaded Branch

No. 29T Approx. No. 29T Approx.
Size w/ Thd. Branch Weight Each Size w/ Thd. Branch Weight Each
Nominal Nominal
Size CtoE Size CtoE
Inches Inches Inches Inches
mm mm mm mm
#16 % 16 x 6 n n 1335 #20 20 16 17.25 - 288.6
400 400 150 60.6 500 500 400 438 1309
8 12.00 12.00 145.0 18 17.25 o 297.0
200 305 305 65.8 450 438 1347
10 12.00 12.00 149.5 #24 24 >< 8 20.00 20.00 340.0
250 305 305 67.8 600 600 200 508 508 154.2
12 12.00 12.00 154.0 10 20.00 20.00 3439
300 305 305 699 250 508 508 156.0
14 N N 167.0 12 20.00 20.00 352.8
350 75.8 300 508 508 160.0
#18 x 18 >< 4 4 4 194.0 14§ 20.00 o 360.0
450 450 100 88.0 350 508 163.3
6 N 4 200.0 16 20.00 o 378.0
150 907 400 508 1715
8 N 4 202.0 18§ 20.00 o 380.0
200 91.6 450 508 1724
10 15.50 15.50 212.0 20 20.00 o 373.0
250 394 394 96.2 500 508 169.2
12 15.50 15.50 2226 14-24 . NV ) -
- 300 394 394 1010 350 — 600 AGS For AGS fitting information, see publication 20.05
14 15.50 - 2301 + Contact Victaulic for details.
350 394 - 104.4 _ - . . U i
Note: All fittings are ductile iron unless otherwise noted with an “sw” or “s"
o 120 ’ 2o SW=5S lly Welded: S= Carbon Steel
400 394 B 1123 = Segmentally Welded- S= Carbon Stee
#20 20 6 2400 IMPORTANT NOTE:
500 X 500 X 150 + * 1089 i i i
- No. 29T Threaded Outlet Reducing Tees are supplied NPT and are available
8 n n 244.0 with British Standard threads. For British Standard specify "BSP" clearly
200 1107 on order.
10 256.0 ) )
250 + + 161 # For roll grooved systems, Victaulic offers the Advanced Groove System (AGS).
2 264l0 For pricing and availability of cut groove fittings in this size, contact your
N n X ; ; ’
300 198 nearest Victaulic sales office.
14| 17.25 _ 2750 § Cast fitting available. Contact Victaulic for details.
350 | 438 124.7

www.victaulic.com
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CARBON STEEL PIPE - GROOVED FITTINGS 07 -O 1

Grooved End Fittings

Cap

T
NO. 60 j

NO. 60

Nominal Actual T Approx. Nominal Actual T Approx.
i Outside Diameter Thickness Weight Each i Outside Diameter Thickness Weight Each
Lbs. Lbs.
kg kg
8 8625 1.19 131
200 2191 30 59
1% 1.660 0.88 03 10 10.750 1.25 210
32 424 22 0.1 250 273.0 32 9.5
1% 1.900 0.88 0.5 12 12.750 1.25 35.6
40 483 22 0.2 300 3239 32 16.2
2 2375 0.88 0.6 144 (s) 14.000 9.50 M
50 60.3 22 0.3 350 3556 241
27 2.875 0.88 1.0 16 #(5) 16.000 10.00 M
65 73.0 22 0.5 400 4064 254
761 mm 3.000 0.88 1.2 184 (s) 18.000 11.00 N
: 76.1 22 0.5 450 4570 279
3 3.500 0.88 1.2 20 #(s) 20.000 12.00 M
80 889 22 0.5 500 508.0 305
3% 4.000 0.88 25 244 (5) 24,000 13.50 M
90 101.6 22 11 600 610.0 343
4250 1.00 23 14-24 . VI . -
108.0mm 1080 5 10 350 — 600 AGS" For AGS fitting information, see publication 20.05
4 4.500 1.00 25
100 143 25 1.1 IMPORTANT NOTES:
133.0mm 5.250 1.00 45 * Steel dish caps available through 247600 mm, contact Victaulic.
1330 2 20 No. 60 cap is not suitable for use in vacuum service with Style 72 or 750 couplings.
1397 mm ?-3590(7) 1-2050 ‘2‘-8 No. 61 bull plugs should be used, see pg. 35.
i ' # For roll grooved systems, Victaulic offers the Advanced Groove System
5 5.563 1.00 46 . L o R S
125 1413 25 21 (AGS). For pricing aqd avallabll!ty of cut groove fittings in this size, contact
ss0mm 6950 100 68 your neara‘est‘ Victaulic sal?s (?ff|ce. ‘ 4 S
: 159.0 25 31 Note: All fittings are ductile iron unless otherwise noted with an “sw” or “s"
6.500 100 73 SW= Segmentally Welded- S= Carbon Steel
165.1mm 165. 25 33

www.victaulic.com
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CARBON STEEL PIPE - GROOVED FITTINGS 07 -0 1

Grooved End Fittings

Concentric/Eccentric Reducer
NO. 50 Concentric

X E
NO. 51 Eccentric ftoE”|
‘e EtoE —»‘
NO. 50 NO. 51
No. 50 No. 51 No. 50 No. 51
Size Concentric Reducer Eccentric Reducer Size Concentric Reducer Eccentric Reducer
Nominal Approx. Approx. Nominal Approx. Approx.
Size Weight Each Weight Each Size Weight Each Weight Each
Inches Lbs. Lbs. Inches Lbs.
mm kg mm kg
1Y >< ¥4 i 19 o o 3% > 3 2.50 20 9.50 (SW) 70
32 20 09 90 80 64 09 241 3.2
1 i 19 o o 4 . 1 3.00 30 13.00 (SW) 6.5
25 09 100 25 76 14 330 29
1Y% Y4 14 — — 1V 46
40 X 20 * 06 EY) + 21 - -
1 2.50 0.8 8.50 (SW) 4.5 1% 3.00 (SW) 2.6 10.00 (SW) 8.1
25 64 04 216 2.0 40 76 1.2 254 3.7
1V 2.50 1.0 o o 2 3.00 24 4.00 33
32 64 0.5 50 76 11 102 1.5
2 % ¥4 2.50 09 9.00 (SW) 2.0 2% 3.00 2.7 4.00 34
50 20 64 0.3 229 09 65 76 1.2 102 1.5
1 2.50 0.7 9.00 (SW) 23 3 3.00 3.2 4.00 35
25 64 0.3 229 1.0 80 76 14 102 1.6
1V 2.50 1.2 9.00 (SW) 4.6 3% 3.00 29 10.00 (SW) 8.0
32 64 0.5 229 2.1 90 76 1.3 254 3.6
1% 3.50 1.0 3.50 11 5 = 2 11.00 (SW) 9.0 11.00 (SW) 5.2
40 89 0.5 89 0.5 125 50 279 41 279 24
2 . Y4 4 13 4 33 2% 4.00 43 11.00 (SW) 10.8
65 20 0.6 1.5 65 102 20 279 49
1 2.50 11 9.50 35 3 4.00 55 11.00 (SW) 1.1
25 64 0.5 241 1.6 80 102 2.5 279 5.0
1Y 3.50 33 3.50 14 4 3.50 43 5.00 120
32 89 1.5 89 06 100 89 19 127 54
1% 2.50 36 9.50 (SW) 3.7 6 v 1 4.00 5.0 11.50 (SW) 14.5
40 64 1.6 241 1.7 150 25 102 2.3 292 6.6
2 2.50 39 3.50 43 1% 55
50 64 18 89 20 40 + 25 + +
3 % Y4 4 1.5 4 45 2 4.00 6.6 11.50 (SW) 14.5
80 20 0.7 2.0 50 102 3.0 292 6.6
1 2.50 13 9.50 (SW) 4.8 2% 4.00 64 11.50 (SW) 14.2
25 241 0.6 241 2.2 65 102 29 292 6.4
1Ya 2.50 14 4 4.8 3 4.00 6.4 5.50 15.0
32 64 0.6 2.2 80 102 29 140 6.8
1% 2.50 51 9.50 (SW) 51 4 4.00 6.5 5.50 170
40 64 2.3 241 2.3 100 102 29 140 7.7
2 2.50 1.6 3.50 6.0 5 4.00 6.4 5.50 170
50 64 0.7 89 2.7 125 102 29 140 7.7
2% 2.50 1.8 3.50 7.0 8 v 2% 16.00 79 12.00 (SW) 26.1
65 64 0.8 89 3.2 200 65 406 3.6 305 1.8
761 2.50 21 o o 3 5.00 9.3 12.00 (SW) 22.0
) 64 1.0 80 127 4.2 305 10.0

"

Note: All fittings are ductile iron unless otherwise noted with an “sw” or s
SW= Segmentally Welded- S= Carbon Steel

www.victaulic.com
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CARBON STEEL PIPE - GROOVED FITTINGS

07.01

Grooved End Fittings

Concentric/Eccentric Reducer
NO. 50 Concentric

. E
NO. 51 Eccentric 1o E”]
NO. 50
No. 50
Size Concentric Reducer
Nominal Approx.
Size Weight Each
Inches
mm
8 » 4 5.00 104
200 100 127 4.8
5 5.00 1.6
125 127 5.2
6 5.00 1.9
150 127 54
10 % 4 6.00 19.7
250 100 152 89
5 343
125 + 156
6 6.00 20.0
150 152 9.1
8 6.00 22.0
200 152 10.0
12 4 44.0
300 %100 + 200
6 7.00 24.6
150 178 1.2
8 7.00 520
200 178 23.6
10 700 39.0
250 178 17.7
#14 » 6 13.00 65.0
350 150 330 29.5
8 13.00 65.0
200 330 29.5
10 13.00 66.0
250 330 299
12 13.00 68.0
300 330 30.8
#16 » 8 14.00 73.0
400 200 356 331
10§ 14.00 73.0
250 356 331
12 14.00 73.0
300 356 331
14 14.00 73.0
350 356 331
#18 >< 10 15.00 91.0
450 250 381 413

NO. 51

No. 51

Eccentric Reducer

12.00 (SW)
305

12.00 (SW)
305

6.00
152

13.00 (SW)
330
+
13.00 (SW)
330

700
178

14.00 (SW)
356

14.00 (SW)
356

14.00 (SW)
356

14.00 (SW)
356

13.00
330

13.00
330

13.00
330

13.00
330

14.00
355

14.00
355

14.00
355

14.00
355

15.00
381

Approx.
Weight Each

No. 50 No. 51
Size Concentric Reducer Eccentric Reducer
Nominal Approx. Approx.
Size Weight Each Weight Each
Inches Lbs. Lbs.
mm kg kg
#18 X 12 15.00 91.0 15.00 91.0
450 300 381 413 381 41.3
14 15.00 91.0 15.00 91.0
350 381 413 381 41.3
16 15.00 91.0 15.00 91.0
400 381 413 381 413
#20 10 20.00 110.0 20.00 177.0
500 250 508 499 508 80.3
12 20.00 120.0 20.00 120.0
300 508 544 508 544
14 20.00 149.0 20.00 149.0
350 508 679 508 679
16 20.00 120.0 20.00 120.0
400 508 544 508 544
18 20.00 136.0 20.00 136.0
450 508 61.7 508 61.7
#24 10 20.00 142.0 20.00 142.0
600 250 508 64.4 508 64.4
12 20.00 150.0 20.00 150.0
300 508 68.0 508 68.0
14 20.00 162.0 20.00 162.0
350 508 735 508 73.5
16 20.00 162.0 20.00 162.0
400 508 735 508 73.5
18 20.00 162.0 20.00 162.0
450 508 735 508 73.5
20 20.00 151.0 20.00 190.0
500 508 68.5 508 86.2
3;3 - égO AGS" For AGS fitting information, see publication 20.05

+ Contact Victaulic for details.
* Available with male threaded small end No. 52.

g n

Note: All fittings are ductile iron unless otherwise noted with an “sw” or s
SW= Segmentally Welded- S= Carbon Steel
IMPORTANT NOTE:

Steel eccentric reducers available through 30"/750 mm, contact Victaulic for
dimensions.

# For roll grooved systems, Victaulic offers the Advanced Groove System
(AGS). For pricing and availability of cut groove fittings in this size, contact
your nearest Victaulic sales office.

§ Cast fitting available for JIS size. Contact Victaulic for details.

www.victaulic.com
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Hole Cut Piping System

Mechanical-T® Bolted
Branch Outlet

STYLE 920/920N
Grooved/Female Threaded Outlet

For Complete Information
Request Publication 11.02

FEMALE THREADED OUTLET

e Provide a direct branch
connection at any location
where a hole can be cut
in the pipe

e A pressure responsive
gasket provides the seal

e Pressure rated up to
400psi/2750kPa

e Sizes from 2x%2'/50x 15mm
through 8 x4'/200x 100mm

IMPORTANT NOTES:

Style 920 and Style 920N housings
cannot be mated to one another to
achieve cross connections.

\A:t.aulic@

Max. Work

Size . Pressure@ Dimensions - Inches/mm

Run x Branch

Nominal Size
Inches psi 1 Vi# Vi
mm kPa Threaded Grooved w
2 1h (@) 500 150 200 253 B 161 535
o X s 90N gus0 38y 57 64 41 136
%@E | gy 500 150 197 253 B 161 535
20 3450 381 50 64 41 136
1@3 | gy 500 150 185 253 B 161 535
25 3450 381 47 64 41 136
h@tE | g0y SO0 175 205 275 300 161 535
32 3450 445 52 70 76 41 136
@R | g0y SO0 175 203 275 312 161 535
40 3450 445 52 70 79 41 136
26 M@SE | gy 500 150 221 274 9182 564
65 15 3450 381 56 70 46 143
%@5% | g,y 500 150 218 274 B 182 564
20 3450 381 55 70 46 143
1@5% | g0y 500 150 206 274 B 182 564
25 3450 381 52 70 46 143
4@ | g0y 500 175 230 300 325 182 629
3 3450 445 58 76 83 46 160
1AT@E | gy | SO0 200 228 300 325 182 626
40 3450 508 58 76 83 46 159
1 (a) 300 150 222 275 225 646
CINE 920N Soss 38y 56 70 - 57 164
%@ | gy 300 150 219 275 B 225 646
20 2065 381 56 70 57 164
1@ | gy 300 150 207 275 B 225 646
25 2065 381 53 70 57 164
@7 | gy 500 175 230 300 331 192 629
3 3450 445 58 76 84 49 160
@7 | gy 500 200 228 300 331 192 629
40 3450 508 58 76 84 49 160
3 15 (a) 500 150 252 305 228 615
g0 X 15 90N gu50 38y 64 78 - 58 156
@E | oy | SO0 150 249 305 B 228 615
20 3450 381 63 78 58 156
1@7 | gy SO0 150 238 306 B 228 615
25 3450 381 61 78 58 156
h@ta| g0y 500 175 255 325 356 228 6lS
32 (b) 3450 445 65 83 90 58 156
@ta| g0y 500 200 278 350 356 228 6lS
40 (b) 3450 508 71 89 90 58 156
2@ | gy 500 250 275 350 35 228 675
50 3450 635 70 89 90 58 172
3% 2 500 250 300 375 244 672
0 X 50 90N au50 635 76 - 95 62 171
4 k@R | gy 500 150 303 356 B 269 701
100 15 3450 381 77 90 68 178
h@E | oy 00 150 300 356 B 269 701
20 3450 381 76 % 68 178
1@7 | gy 500 150 288 356 B 269 701
25 3450 381 73 9% 68 178
MA@t g0y 500 175 308 378 400 269 701
32 (b) 3450 445 78 % 102 68 178
a@ta| g0y 500 200 328 400 400 269 701
40 (b) 3450 508 83 102 102 68 178
2@tE | gy | SO0 250 325 400 400 269 701
50 3450 635 83 102 102 68 178
4@t | gy, SO0 275 288 400 400 269 734
65 3450 699 73 102 102 68 186
500 275 288 400 269 734
76imm | 920 gu5s 699 73 - 102 68 186
3@t | gy | S00 350 331 450 412 260 773
80 3450 889 84 14 105 68 196

275
70

2.75
70

2.75
70

3.00
76

3.25
83

2.75
70

2.75
70

2.75
70

3.00
76

3.25
83

3.18
81

3.18
81

318
81

3.00
76

3.25
83

275
70

275
70

275
70

3.00
76

3.25
83

3.88
99

3.88
99

2.75
70

2.75
70

2.75
70

3.00
76

3.25
83

3.88
99

4.63
118

4.63
118

5.12
130

Approx.
Weight Each

Female

Threaded | Grooved

84
3.8

3.2
1.5

3.2
1.5

3.2
1.5

33
1.6

3.2
1.5

33
1.5

37
1.8

38
1.8

4.6
2.1

38

36
1.8

39
19

4.6
2.1

5.0
23

6.4
29

6.4
29

TABLE CONTINUED ON PG.6-3, SEE FOOTNOTES ON PG.6-4
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SECTION 6: HOLE CUT PIPING SYSTEM

6-3

Hole Cut Piping System

Mechanical-T® Bolted
Branch Outlet conta

STYLE 920/920N
Grooved/Female Threaded Outlet

For Complete Information
Request Publication 11.02

VNIPO

Y F‘ZH‘

lisi)
<D
=1

FEMALE THREADED OUTLET

e Provide a direct branch
connection at any location
where a hole can be cut
in the pipe

e A pressure responsive
gasket provides the seal

e Pressure rated up to
4000psi/2750kPa

e Sizes from 2x%2"/50x 15 mm
through 8 x4'/200x 100mm

IMPORTANT NOTES:

Style 920 and Style 920N housings
cannot be mated to one another to
achieve cross connections.

Size

Run x Branch

Nominal Size
Inches
mm

14 (@)m
32
1% (a)m
40
2 ()
50

1080 x

761 mm
3(@)
80

5 1% @) T
125 % 40

2t
50

2% (@)t
65
761 mmua
3@t
80

2
50

3
80
1%t
40
2t
50
6 % 1 (a)
150 32 (b)
1% (@) ta
40 (b)
2(@)tw
50

133.0 X

1397 x

761 mmu
3@t
80

4@t
100
1% (a)
1590 X 40

2 (@)
50

761 mm

3
80

108.0mm
4

100

1
25
1Van
32
1% @) t
40

1651 X

920N

920N

920N

920

920

920

920

920

920

920

920N

920

920N

920N

920N

920N

920N

920

920

920

920N

920N

920

920

920

920

920N

920N

920N

Max. Work
Pressure@ Dimensions — Inches/mm
Hole
Diameter
psi +0.13 Vi# Vi
kPa -0.00 T ** Threaded Grooved w
TABLE CONTINUED FROM PG. 6-2

500 1.75 3.08 3.78 o 2.63
3450 445 78 96 67
500 2.00 3.28 4.00 o 2.63
3450 50.8 83 102 67
500 2.50 3.25 4.00 o 2.63
3450 63.5 83 102 67
500 2.75 2.88 4.00 4.00 2.63
3450 69.9 73 102 102 67
500 3.50 3.31 4.50 4.50 2.63
3450 889 84 14 14 67
500 2.00 4.03 4.75 4.75 3.16
3450 50.8 102 121 121 80
500 2.50 4.00 4.75 4.75 3.16
3450 63.5 102 121 121 80
500 2.75 3.63 4.75 4.75 3.16
3450 69.9 92 121 121 80
500 2.75 3.75 o 4.75 3.16
3450 69.9 95 121 80
500 3.50 3.81 5.00 4.63 3.16
3450 889 97 127 18 80
500 2.50 3.75 4.50 o 317
3450 63.5 95 14 81
500 3.50 3.81 5.00 o 3.00
3450 889 97 127 76
500 2.00 3.78 4.50 o 3.30
3450 50.8 96 14 84
500 2.50 3.75 4.50 o 3.30
3450 63.5 95 14 84
500 1.75 443 513 513 3.79
3450 445 12 130 130 96
500 2.00 440 513 513 3.79
3450 50.8 12 130 130 96
500 2.50 438 513 513 3.79
3450 63.5 m 130 130 96
500 2.75 415 o 521 3.69
3450 69.9 105 132 94
500 3.50 4.31 5.50 513 3.69
3450 889 110 140 130 94
500 4.50 3.81 5.75 5.38 3.69
3450 114.3 97 146 137 94
500 2.00 441 513 o 3.63
3450 50.8 12 130 92
500 2.50 438 513 o 3.63
3450 63.5 m 130 92
500 2.75 438 5.50 513 3.63
3450 69.9 m 140 130 92
500 3.50 4.31 5.50 513 3.63
3450 889 10 140 130 92
500 4.50 445 o 5.38 3.63
3450 114.3 13 137 92
500 4.50 3.81 5.75 o 3.63
3450 114.3 96.80 146 92
500 1.50 3.88 4.56 o 3.79
3450 381 99 116 96
500 1.75 443 513 o 3.79
3450 445 13 130 96
500 2.00 441 513 513 3.79
3450 50.8 12 130 130 96

764
194

764
194
764
194

764
194

763
194
9.70
246
9.70
246

9.70
246

9.70
246

9.70
246

8.00
203

9.46
240

8.23
209

8.23
209

9.15
232

9.15
232

9.15
232

10.51
267

10.51
267

10.51
267

9.40
239

9.40
239

9.40
239

9.40
239

9.40
239

9.40
239

9.34
237

9.34
237

9.34
237

3.05
78

3.25
83

4.00
102

4.29
109

4.88
124

3.69
94

4.38
m

4.63
118

4.63
118

531
135

3.88
99

531
135

3.25
83

3.88
99

3.25
83

3.25
83

3.88
99

4.63
118

531
135

6.25
159

3.25
83

3.88
99

4.63
118

531
135

6.12
155

6.25
159

275
70

3.25
83

3.25
83

Approx.
Weight Each
Female
Threaded | Grooved
Lbs. Lbs.
kg kg
5.0 o
2.3
5.0 o
2.3
4.0 o
19
8.0 78
3.6 35
6.8 6.5
31 3.0
74 76
34 34
8.2 8.0
37 3.6
8.3 79
3.8 3.6
o 8.0
3.6
84 8.8
3.8 4.0
8.0 o
3.6
8.0 o
3.6
70 o
3.2
9.0 o
4.1
51 4.8
2.3 2.2
54 51
24 2.3
6.0 5.6
2.7 2.5
o 84
3.8
99 84
45 3.8
10.1 101
4.6 4.6
78 o
35
8.0 o
3.6
9.5 9.5
43 43
8.1 14.0
3.7 6.4
o 10.0
45
18.0 o
8.2
8.0 o
3.6
84 o
3.8
84 54
3.8 24

TABLE CONTINUED ON PG.6-4, SEE FOOTNOTES ON PG. 6-4
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